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Introduction 


This  report  is  part  of  the  investigation  project  of  the  2003  Poplar 
Forest  Restoration  Field  School.  Eight  participants  spent  one-and-a- 
half  days  at  the  site  of  Tusculum,  an  18th  century  house  in  Amherst 
Country,  Virginia.  The  team  documented  the  house  describing  its 
fabric  and  its  changes  over  time  and  they  conducted  mortar  and  plaster 
analysis  in  the  Sab  to  help  answer  some  questions.  Over  the  course  of  the 
program's  second  week  the  team  produced  the  bulk  of  this  report. 
Travis  McDonald  conducted  research  and  completed  the  report 
Thanks  go  to  intern  Sydnor  Scholer  who  helped  with  research  and  with 
the  compilation  of  the  report,  and  to  Christian  Carr,  Director  of  the 
Sweet  Briar  College  Museum  for  her  research  assistance.  We  are 
indebted  to  Gordon  Lohr  and  the  Association  for  the  Preservation  of 
Virginia  Antiquities  who  rescued  the  house  and  gave  us  permission  to 
use  it  for  our  exercise.  It  is  hoped  that  this  report  will  further  the 
eventual  rescue  of  the  house. 
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A  Short  History 

Uncredited  documentary  history  says  that  David  Crawford  II  built  the  house 
in  1754-5  after  moving  to  Albemarle  County  (later  Amherst  County)  around 
1754  to  be  near  his  son  David  Crawford  III  who  had  moved  to  Albemarle 
County  (later  Amherst  and  Nelson  Counties)  around  1752.  David  Crawford 
Ill's  son,  William  Sidney  Crawford,  inherited  the  house  and  property  from 
his  grandfather  (David  II)  sometime  after  1762.  William  Crawford,  who  had 
been  educated  at  Princeton  and  practiced  law,  was  the  Clerk  of  the  Amherst 
County  Courts,  working  out  of  the  "master's  office"  in  the  Tusculum  yard. 
In  1813  Crawford's  daughter  Maria  married  Elijah  Fletcher,  a  young  school 
teacher  who  had  come  to  the  New  Glasgow  Academy  in  Amherst  County  in 
181 1.  In  1815  Fletcher  begins  operating  the  Tusculum  plantation  upon  his 
father-in-law's  death  and  eventually  bought  the  property  from  the  Crawford 
heirs  between  1824-42. 

Fletcher  and  his  wife  lived  mostly  in  Lynchburg  after  1819  when  he  owned 
and  operated  a  newspaper  The  Virginian  between  1825  and  1841  and  was 
active  on  the  city  council  and  in  civic  affairs.  The  Fletchers  also  lived  at 
their  Sweet  Briar  plantation  from  its  purchase  in  1830  to  Fletcher's  death  in 
1858.  Sweet  Briar  is  mentioned  mostly  as  a  summer  residence  but  the  family 
visited  it  and  Tusculum  all  through  the  year,  these  being  two  of  the  four 
plantations  Fletcher  farmed,  with  three  others  leased  out.  In  corresponding 
with  Crawford  relatives  in  Kentucky,  Fletcher  constantly  remarked  on  the 
condition  of  Tusculum,  the  appearance  of  the  garden,  and  the  health  of  the 
slaves.  It  was  obviously  well- loved  by  the  family.  In  a  letter  of  1 838  it  is 
referred  to  as  "poor  lonely  Tusculum"  and  as  "a  Sacred  Spot"  this-being-the 
^rs^n©wS^e4^4tsSlme-(previously  thought  to  have  been  first  mentioned 
in  1841).  The  fields  are  also  described  in  the  same  letter  as  "desolate  and 
worn  out"  but  in  1845  the  house  was  "neatly  kept"  and  the  furniture  and 
objects  "just  as  when  you  left  them."  The  trees  planted  by  Sophia  Craw-ford 
" . .  .must  stand  there  as  a  living  monument. . .";  "...  all  the  out  houses  are 
nicely  white  washed — so  are  the  garden  pailings  and  the  fence  around  the 
yard  and  every  thing  presents  a  neat  and  nice  appearance."  Even  though  the 
family  did  not  live  there  full  time,  it  was  well  cared  for  and  looked  after. 


After  1846  the  Elijah  and  Maria  Fletcher  lived  almost  exclusively  at  Sweet 
Briar.  It  is  their  daughter  Indiana  Fletcher  Williams  who  left  the  Sweet  Briar 


property  upon  her  death  in  1900  to  be  established  as  a  college  for  girls. 
Ironically,  Elijah  Fletcher  had  remarked  in  1845  that  his  daughters,  upon 
their  return  from  European  travels,  might  be  useful  to  society  by  establishing 
"a  sort  of  a  nunnery  of  a  school  at  Tusculum.. .."  This  was  in  response  to  his 
sister-in-law's  remark  "...that  the  quiet  of  Tusculum  might  be  as  interesting 
to  a  well  ordered  mind  as  the  busy  scenes  of  Paris."  Indiana  had  in  fact  been 
well-educated  at  the  Georgetown  Visitation  Convent  in  Washington,  which 
her  father  referred  to  as  a  "nunnery." 

In  1850  Sidney  Fletcher,  who  had  been  managing  the  Tusculum  Plantation 
since  about  1841  between  his  various  travels  after  college,  inherited  the 
property  from  his  parents.  Sidney  returned  in  1849  and  Elijah  Fletcher 
remaked:  "Everything  looks  neat  and  Flourishes  there.  The  prettiest  crop  of 
wheat  I  have  seen  any  where  this  Spring.  Sidney  is  a  first  rate  manager." 
Despite  his  education  in  medicine  from  Yale,  Sidney  Fletcher  preferred 
farming  and  stayed  at  the  property  until  his  death  in  1898.  He  left  the  estate 
to  his  cousin  John  Jay  Williams  of  New  Jersey  who  had  been  living  nearby 
in  Madison  Heights  at  the  Fletcher's  "Silk  Farm"  or  "Mulberry  Farm."  The 
Williams  family  then  lived  in  Tusculum  for  close  to  100  years  until  1987. 
Dr.  Clarence  Edwards  purchased  the  house  in  1989  but  did  not  live  in  it.  The 
house  then  passed  into  the  Brockman  family  and  was  rented  out  until  2002 
or  2003,  at  which  time  the  A.P.V.A.  bought  the  house  to  prevent  its 
demolition.  At  this  time  the  house  must  be  moved  off  of  its  site  by 
September  2003  in  order  for  the  Brockman  family  to  construct  a  new- 
house  on  the  same  site.  The  fate  of  the  house  is  unknown. 

Travis  McDonald 
August  2003 


Chronology  of  People  and  Events  Related  To  Tusculum 

Ca.  1650  John  Crawford  immigrates  from  Scotland  to  Virginia  (b.  Scotland,  ca.  1  600  -  d. 

Virginia,  1676);  dies  in  Bacon's  Rebellion;  David  Crawford  fb.  Scotland,  1625  - 
d.  New  Kent  Co.  ?)Accompanies  father  to  Virginia;  owns  46  acres  in  Martin's 
Hundred;  settles  in  New  Kent  Co.  (later  Hanover  Co.) 

1662  David  Crawford  II  born  (b.  New  Kent  Co.?,  1662  -  d.  Amherst,  Co,  1762;  m. 

Elizabeth  Smith  (b.  ?,  1662  -d.  Amherst  Co,  1763) 

1697  David  Crawford  III  born  (b.  New  Kent  Co.,  1697  -  d.  Amherst  Co.  1 766)  m. 

Ann  Anderson  (b.  ?  -  d.  Amherst  Co.,  1 802) 

1734  David  Crawford  IV  born  (b.  Hanover  Co.,  1734  -  d.  Amherst  Co.  (later  Nelson 

Co.)  1802)  m.  Lucy  Henderson. 

Ca.  1752  David  III  moves  from  Hanover  Co.  to  Albemarle  Co.  (later  Amherst  Co. )  and 

settles  at  Crawford's  Gap,  now  Nellysford.  Son  David  IV  settles  near  by. 

Ca.  1754  David  II  and  wife  move  to  Albemarle  Co.  (later  Amherst  Co.)  and  settles  on  son 

David  Ill's  land  southeast  of  Crawford's  Gap;  builds  Tusculum  there  ca.  1754 

1760  William  Sidney  Crawford  born  (b.  Amherst  Co.  (later  Nelson  Co. )  1 760  -  d. 

Tusculum,  1815)  m.  Sophia  Perm;  inherits  Tusculum  from  his  great- 
grandfather, David  Crawford  II,  who  dies  in  1862  one  year  before  his  wife. 

1772  William  Harris  Crawford,  a  cousin  of  Maria  A.  Fletcher,  reportedly  bora  at 

Tusculum;  he  later  becomes  a  U.S.  Senator  from  Georgia  (1807-13),  President 
Madison's  Minister  to  France  (1813-15),  Secretary  of  War  (1815-16),  Secretary 
of  Treasury  (1816-25),  and  a  presidential  candidate  in  1820. 

1 802  William  S.  Crawford  insured  "Tusculum"  for  $  1 ,200  with  the  Mutual  Assurance 

Society  in  Richmond,  Va.  This  is  the  first  known  use  of  the  name  (the  previous 
"first  known"  use  of  the  name  was  in  1841 .) 

1 805  Crawford  insured  "Tusculum"  again  for  $2,000  with  the  M.A.S. 

1813  Maria  Antoinette  Crawford  (daughter  of  Wm  S.  Craw-ford)  marries  Elijah 

Fletcher  (b.  Vermont,  1789  -  d.  Sweet  Briar.  Amherst  Co..  1858). 

Fletcher  was  Maria's  school  teacher  who  had  moved  to  Virginia  from  Vermont  in 
1 8 1 0  to  teach  in  Alexandria  and  then  in  1 8 1 1  at  the  New  Glasgow  Academy  in 
.New  Glasgow  where  he  was  offered  the  presidency  and  taught  Greek.  Latin  and 
French  along  with  a  professor  of  Mathematics  and  Philosophy.  The  New  Glasgow 
Academy  was  a  brick  building  constructed  in  1803  and  demolished  in  the  1860s. 


The  "female  academy"  where  Maria  attended,  was  taught  in  a  separate  building. 
New  Glasgow  was  founded  by  the  Scottish  descendants  who  settled  in  that  area  in 
the  mid-1 8th  century.  The  town's  name  was  changed  to  Cabellsburg  by  William 
Cabell  in  1785,  and  then  back  to  New  Glasgow  in  1 803,  and  finally  to  Clifford  in 
1883. 

1815  Elijah  Fletcher  takes  over  running  Tusculum  Plantation  upon  the  death  of  his 

father-in-law.  Maria  reportedly  names  the  house  Tusculum. 

Ca  1817-19      E.  Fletcher  and  wife  move  to  Lynchburg  fulltime,  using  Tusculum  occasionally. 
Founder  and  co-publisher  of  The  Virginian  newspaper  1825-1841;  major  of 
Lynchburg  1831. 

1821  Sidney  Fletcher  bora  (b.  Lynchburg,  1 821— d.  Tusculum,  1 898 ) 

1824-42  E.  Fletcher  and  wife  purchase  Tusculum  from  other  Crawford  hiers 

1830  E.  Fletcher  and  wife  purchase  another  Amherst  Co.  plantation  and  rebuild  the 

house  in  1851,  Maria  naming  it  Sweet  Briar. 

1841  E.  Fletcher  retires  from  the  newspaper  and  public  life  and  lives  between  his 

Lynchburg  house,  Sweet  Briar,  and  Tusculum. 

1850  E.  Fletcher  and  wife  give  Tusculum  to  their  son,  Sidney 

1858  E.  Fletcher  died,  his  wife  Maria  having  preceded  him  in  1853;  daughter  Indiana 

inheritd  the  Sweet  Briar  plantation.  Indiana  and  husband  Rev.  James  Henry 
Williams  have  a  daughter,  Maria  Georgiana  Williams  (Daisy)  who  died  in  1884. 
Upon  Indiana's  death  in  1900  Sweet  Briar  plantation  and  her  estate  is  left  to 
become  a  school  for  girls,  chartered  in  1901  and  opened  in  1906. 

1898  Sidney  Fletcher  bequeaths  Tusculum  to  his  cousin,  John  Jay  Williams 

(descendant  of  E.  Fletcher's  sister  Lucy  F.  Williams)  and  upon  his  death  it 
eventually  passes  to  his  son  Thomas. 

1987  Thomas  S.  (Tim)  Williams,  son  of  John  J.  Williams,  dies  and  the  house  passes 

from  the  Crawford/Fletcher/ Williams  family. 


Compiled  from  files  in  the  Amherst  Co.  Historical  Museum;  files  in  the  Sweet  Briar  College 
Museum;  the  U.S.  Encyclopedia  of  History;  the  Crawford  Genealogy  by  Delia  Lane:  Bailey  F. 
Davis  Wills  of  Amherst  County.  1761-1865  (So.  Historical  Press,  1985)  and  Deeds  of  Amherst 
County  1807-1827  (So.  Historical  Press,  1985);  Alfred  Percy  Amherst  County  Storv  (1961);  -Ann 
Marshall  Whitley  Indiana  Fletcher  Williams  of  Sweet  Briar  (SBC.  no  date);  Martha  von  Briesen 
Elijah  Fletcher:  Vermont  School  Master  to  Virginia  Planter  (Iron  Worker.  1957-58);  Martha  von 


Briesen,  Elijah  "Fletcher,  Citizen  of  Lynchburg"  (undated);  Martha  von  Briesen,  The  Letters  of 
Elijah  Fletcher  (UVA  Press,  1965);  and  some  unpublished  Fletcher  letters  purchased  by  Sweet 
Briar  College  from  the  Page  Family  in  May  2003  . 
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Architectural  Summary 


The  physical  investigation  of  Tusculum  does  not  contradict  some  undocumented 
assertions  that  the  house  was  constructed  ca.  1 755  by  David  Crawford  II.  If  the 
history  of  David  II  moving  to  Albemarle  Co.  (Amherst  County  was  created  in 
1761)  a  couple  of  years  after  his  son's  migration  there  in  1752  is  correct,  then  the 
ca.  1755  date  is  certainly  plausible.  Physical  evidence  would  indicate  that  the 
house  was  constructed  prior  to  the  1770s.  The  often  perpetuated  date  of  the  1 730s 
as  the  date  of  the  house  does  not  make  sense  since  Crawford  family  did  not  move 
to  Virginia  until  the  1750s  and  the  house  shows  no  features  of  being  that  early. 
Tax  records  showing  the  changing  value  of  the  land  would  be  one  way  to 
determine  the  construction  date. 

If  we  rely  solely  on  the  chronology  of  cut  nail  techno  logy,  the  addition  to  the 
house  was  constructed  between  ca.  1799-1816,  or  more  likely  1805-1810..  based 
on  the  addition's  original  weatherboard  nails  (cut  shaft  with  a  hand-hammered 
head).  A  cut  nail  found  loose  in  the  attic  of  the  addition  is  dated  to  ca.  1818.  If  we 
consider  the  addition's  first  period  roof  covering,  the  nail  date  range  would  be  ca. 
1828-47.  This  latter  range  is  not  in-sync  with  the  weatherboard  nails  but  a  more 
careful  examination  of  the  addition's  period  covering,  which  would  make  more 
sense  regarding  their  size — smaller  for  a  tin  covering  rather  than  a  wood  shingle 
(Jefferson  was  one  of  the  first  people  to  use  tin  shingles  in  Virginia  and  he  did  not 
start  until  the  1820s). 

Is  there  an  event  in  ownership  that  coincides  with  construction?  William 
Crawford  died  in  1 81 5.  There  is  no  indication  that  Elijah  and  Maria  lived  at 
Tusculum  full-time  after  Elijah  took  over  the  management  of  Tusculum  in  1 8 1 5 — 
and  at  any  rate,  they  began  living  in  Lynchburg  in  1 81 8.  Mrs.  Sophia  Crawford. 
widow  of  William  Crawford,  lived  at  Tusculum  with  some  of  her  nine  children 
before  moving  to  Kentucky  in  1 837.  After  that  time  there  was  not  a  large,  full- 
time  family  living  in  the  house.  Would  a  widow  embark  on  a  major  addition? 
Elijah  Fletcher  starting  buying  out  the  Tusculum  heirs  in  1824  and  in  1827  but  did 
not  completely  own  the  property  until  1847.  Would  he  add  an  addition  to  a  house 
he  didn't  live  in  or  own?  And  Sidney  did  not  start  living  at  Tusculum  until  1 841 
and  not  full-time  until  1849;  he  was  given  the  property  in  1850.  It  is  not 
inconceivable  that  a  bachelor  would  want  a  new  addition,  especially  a  dining 
room,  yet  the  details  of  hardwTare  and  trim  do  not  suggest  this  later  time  period  of 
Sidney's  but  an  earlier  one.  So  who  built  the  addition? 

In  terms  of  motive,  it  seems  like  the  addition  would  date  to  William  Crawford's 
time  before  1815  rather  than  to  his  widow's  time  afterwards.  William  Crawford 
as  Amherst  County  Clerk  from  1790-1810  and  might  have  wanted  a  fashionable 
new  type  of  room  in  Virginia  houses:  the  dining  room.  Elijah  remarked  in 
December,  1811  "...I  received  an  invitation  to  dine  at  Mr.  Crawford's'5  and  in 


1814".. .Mr.  Crawford  sent  for  me  to  dine  with  him  and  Judge  Stewart. ..."  The 
social  implications  of  these  invitations  would  seem  to  suggest  that  the  Crawford's 
had  a  formal  room  fitting  his  station  in  which  to  dine.  The  Mutual  Assurance 
Society  index  shows  that  William  Crawford  insured  Tusculum  in  1  802 
(the  earliest  known  reference  to  the  name  I've  foundj  for  $1,200.  That  policy 
described  the  building  as  "A  wooden  dwelling  house  two  stories  high  30  by  30 
feet  2  porches  12  by  14  feet."  Three  years  later  he  insured  it  for  S2.000.  This  67% 
increase  in  the  value  in  such  a  short  time  could  certainly  be  explained  as  a  new 
addition  yet  the  policy  of  1805  shows  one  building  described  as  "A  wooden 
Dwelling  house  two  stories  high  31  feet  by  31  feet"  and  a  note:  "This  Building  is 
not  Contiguous  to  any  other  Buildings."  Elijah  described  the  house  on  the  eve  of 
his  marriage  into  the  family  in  1813  as  a  "two  story"  house,  which  may  or  may 
not  mean  that  the  addition  was  there.  The  weatherboard  nails,  the  insurance 
policy,  and  a  motive  would  argue  for  William  as  the  builder  of  the  addition. 
putting  it  between  1805  and  1815.  And  if  we  put  any  stock  in  the  invitations  to 
dine,  it  is  probably  1805-181 1.  Again,  research  into  the  tax  value  of  the  properry 
might  solve  this  mystery. 
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Exterior  Description 

Main  House,  East  Elevation  (Front) 

The  east  elevation  of  the  original  part  of  Tusculum  is  the  current  principal 
facade.  Prior  to  the  enclosure  of  the  west  portico  (1950s  before  1957;  this  was 
the  rear  entrance  to  the  house.  It  is  a  three  bay  composition  with  two  9-over-9 
double  sash  windows  on  the  left  (south)  and  the  entrance  door  on  the  right. 
The  original  front  elevation  measures  about  30',  with  a  similar  N/S  length  of 
30'  making  the  house  square.  The  gable  roof  of  the  main  house  and  that  of  the 
addition,  and  the  shed  roof  of  the  eastern  porch,  are  now  covered  with 
composition  shingles. 

Portico 

The  six  porch  posts  with  simple  chamfered  shafts  and  capitals  carved  out  of 
the  solid  are  early,  if  not  original  to  the  house.  Various  lower  parts  have  been 
replaced  due  to  rot.  An  unusual  scalloped  exterior  trim  board  hangs  around  the 
top  of  the  porch  while  the  tympanum  of  the  pediment  roof  is  made  of  very- 
wide  flush  boards.  The  floor,  ceiling  and  the  lower  solid  board  rail  are  modern 
replacements.  Historic  photographs  show  a  portico  similar  to  this  one  on  the 
opposite,  west,  side. 


Door 


The  front  door  is  a  typical  raised  six  panel  door  with  a  three-part  architrave 
surround. 


Windows 

The  9-over-9  double  sash  windows  of  the  first  floor  and  the  two  6-over-9 
double  windows  above  are  original.  They  have  a  fixed  upper  sash  and  an  un- 
weighted lower  sash.  Much  of  the  glass  is  original,  (see  interior  descriptions) 


This  elevation,  like  the  north  and  west,  has  a  replacement  weatherboards 
without  bead  and  with  a  6"-7"  exposure.  These  weatherboards  were  put  on 
both  the  main  house  and  addition,  except  where  the  boards  original  to  the 
respective  buildings  were  protected  (after  the  addition  porch  prodded 
protection  against  weathering).  The  sample  nail  removed  from  these 
replacement  weatherboards  is  a  L.N.  type  10,  with  a  date  of  ca.  1 885-1895. 


Main  House,  North  Elevation 


Foundation 

The  exposed  foundation  is  brick  of  12  courses  above  grade  in  a  Flemish  Bond 
pattern  for  the  east  half  of  the  building  and  an  irregular  Common  Bond  for  the 
west  side,  suggesting  a  rebuilding  at  some  point  (both  sides  have  lime  mortar;. 
The  brick  foundation  of  the  western  addition  is  composed  of  old  reused  brick 
laid  in  modern  mortar  in  a  Stretcher  Bond. 

Walls 

This  entire  two-story  frame  wall  was  originally  unbroken  and  covered  with 
weatherboards.  The  current  weatherboards  are  a  replacement  with  a  5" 
exposure  while  the  western  addition  (11  '-5"  long  on  this  side;  boards  have  a 
6"  exposure.  The  replacement  weatherboards  of  the  main  house  are  held  with 
cut  nails  of  a  ca.  1885-1895  date  (see  note  above)  and  those  of  the  western 
addition  (room  103)  with  twentieth-century  wire  nails  of  a  mid-century  date. 

Windows 

Two  original  cellar  windows,  3'-l"  wide,  survive  with  vertical  wooden  bars  in 
a  heavy  pegged  frame.  Two  modern  windows  have  been  added  to  this 
elevation,  one  on  each  floor  on  the  west  side  for  a  toilet  and  bathroom. 


The  original  portion  of  the  west  elevation  is  a  three  bay  composition  with  the  original 
exterior  doorway  on  the  left  (north)  and  two  windows  on  the  right.  An  addition  now 
encloses  what  was  once  the  original  principal  entrance.  Historic  photographs  show 
that  the  portico,  resembling  the  details  and  size  of  the  surviving  east  portico,  was 
gone  by  the  time  of  a  H.A.B.S.  photograph  taken  in  1957  (Amherst  Co.  Historical 
Museum). 

Foundation 

The  foundation,  with  the  exception  of  the  northwest  corner  addition,  is  a 
Flemish  Bond  with  12  courses  above  grade.  It  is  original. 

Walls 

The  weatherboards  of  this  elevation  are  replacements  like  those  on  the  other 
elevations. 


Windows 

There  are  two  original  vertical  bar  cellar  windows  on  this  side  like  those  of  the 
north.  The  two  first  floor  window  sash  are  2-over-2  replacements  but  the 


second  story  has  its  original  6-over-9  sash.  The  louvered  blinds  are  not 
original  and  probably  came  with  the  replacement  weatherboards  of  ca.  1 885- 
1895  but  the  shutter  dogs  may  predate  that.  The  windows  have  original  3 -part 
architrave  trim. 


Maim  House,  South  Elevation 
Wails 


A  section  of  original  weatherboards  survives  on  the  south  elevation  of  the 
main  house  west  of  the  west  chimney.  These  are  beaded  (1/2"  bead)  with  a  6" 
exposure  and  nailed  with  wrought  rose-head  nails  2*  on-center.  Another 
section  of  similar  beaded  weatherboards  held  with  similar  nails  exists  between 
the  two  chimneys  as  part  of  the  room  104  closet  enclosure  and  another  around 
the  doorway  to  the  east  of  the  east  chimney  (communicating  with  room  104). 
[A  sample  rosehead  nail  was  removed  from  this  location]  There  is  a  question 
about  whether  this  closet  is  original  but  the  presence  of  the  wrought  nails 
would  argue  that  it  is  early,  if  not  original.  However,  it  should  be  pointed  out 
that  the  closets  of  the  addition  in  room  107  also  have  some  wrought  nails. 


The  original  house  has  two  external  chimneys  on  the  south  side  of  the  house. 
leaving  only  the  halls  on  the  north,  and  the  small  northwest  room  on  the 
second  floor,  without  heat.  The  chimneys  within  the  "room"  106/108 
breeze  way  are  now  painted  white  like  the  exterior  of  the  house  but  the  bond 
can  still  be  seen.  The  western  chimney  has  an  irregular  Common  Bond  while 
its  eastern  counterpart  is  done  in  Flemish  Bond.  The  other  difference  is  that 
while  they  both  project  about  3' from  the  frame  wall,  the  eastern  one  is  4*- 11*" 
wide  and  the  western  one  6'-3".  This  could  be  a  function  of  the  respective 
differences  in  room  size  but  the  different  bond  suggests  that  a  rebuilding  of 
the  western  one,  perhaps  related  to  the  rebuilt  foundation  wall  just  to  its  west 
that  might  be  the  original  cellar  bulkhead  entrance  (this  corner  is  now  is 
boxed- in  with  a  brick  enclosure). 


Doors 


There  are  now  two  doors  on  the  southern  elevation  of  the  main  house,  each 
providing  an  exterior  entrance  for  the  two  downstairs  rooms  (Rooms  1 04  and 
105).  It  is  a  hypothesis  that  the  eastern  door,  into  the  smaller  room  (104)  is 
original  and  the  western  door,  into  the  larger  room  (105),  comes  with  the 
addition.  The  latter  doorway  forms  an  awkward  vestibule  that  is  plastered  and 
raised  a  step  above  the  connector  floor.  This  is  also  suggested  by  the  fact  that 
the  room  105  south  door  has  been  reused  from  elsewhere.  The  weatherboards 
above  the  vestibule  between  the  cnimneys  could  have  come  from  the  original 
wall  between  the  chimneys,  like  those  of  the  adjacent  closet  wall  that  was 
extended  to  the  south. 


Exterior  Description,  Addition 

Connector 

Connecting  to  the  original  block  of  the  house  is  a  two  story  addition  to  the 
south.  The  two  parts  are  separated  by  ten  feet.  This  connecting  space  is  open 
on  the  first  floor  level  and  closed  on  the  second.  The  open  first  floor  section 
serves  as  a  "breezeway,"  or  "dog  trot"  type  space  open  on  the  east  and  west. 
The  west  side  of  the  porch  floor  is  recessed  from  the  outer  walls  on  either 
side,  creating  a  6'  deep  covered  area  where  the  stairs  rise  from  the  west  to  the 
porch  floor.  A  scalloped  board,  similar  to  that  on  the  north  entrance  portico. 
hangs  above  this  opening.  A  modern  wire  screen  wall  now  encloses  the  porch 
on  the  west.  The  east  side  of  the  connector  is  now  part  of  a  long  north- south 
screened  porch  connecting  the  main  house  to  nearly  the  south  end  of  the 
addition. 

The  second  story  of  the  connector  is  one  bay,  with  a  6-over-6  double  sash 
window  on  both  the  east  and  west  elevations  with  a  two  part  architrave  trim. 
These  windows  look  contemporary  with  the  early  nineteenth-century  date  of 
the  addition. 


The  west  elevation  of  the  addition  is  covered  with  the  same  repiacemem 
weatherboards  as  found  on  the  main  house.  The  addition  has  a  brick 
foundation  in  3  course  Common  Bond.  The  two  bay  cellar  windows  of  the 
east  and  west  sides  of  the  addition  are  described  in  the  cellar  section:  they 
differ  from  the  main  house  by  having  horizontal  rather  than  vertical  bars. 

Windows 

The  west  elevation  of  the  addition  is  two  bay,  with  two  9-over-9  double  sash 
windows  on  the  first  floor  and  two  2-over-2  replacement  double  sash  on  the 
second  floor.  The  same  louvered  blinds  with  the  same  hardware  as  the  main 
house  is  found  on  the  addition. 


Walls 


The  south  elevation  of  the  addition  has  the  same  replacement  weatherboards 
found  elsewhere. 

Chimney 

The  chimney  is  in  3  course  Common  Bond  in  its  original  lime  mortar. 

Other 

Two  one-story  closet  pents  for  room  107  are  on  either  side  of  the  chimney. 
Each  of  these  has  a  fixed  four  light  window. 

A  cellar  entrance  is  to  the  right  (east)  of  the  chimney. 

The  screened  porch  (108)  entry  is  on  the  eastern  end  of  this  elevation. 


Walls 

Under  the  porch  the  addition  retains  its  original  beaded  weatherboards  with  a 
6-7"  exposure.  The  addition  is  two  bays  on  this  elevation,  with  a  door  and 
window  on  the  first  floor  and  two  windows  on  the  second. 

The  exterior  stairs  to  the  second  floor  start  on  this  elevation  and  are  described 
in  another  section. 


The  screened  part  of  the  porch  is  modern  and  is  described  elsewhere. 


Walls 

The  north  wall  of  the  addition,  like  the  east,  has  its  original  beaded 
weatherboards.  These  extend  to  the  west  out  under  the  overhang.  twro  cut  nails 
removed  from  these  weatherboards  are  a  Type  3  c/d  (Louisiana  Nail  Guide) 
which  would  date  it  to  ca.  1 805-1 81 0  or  possibly  a  Type  3  kT  ca  1 799-1 8 16. 

This  elevation,  always  covered,  has  the  first  floor  doorway  to  room  107. 
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Cellar 

Original  House 


Floor 


The  original  cellar  consisted  of  a  room  under  the  west  side  of  the  house, 
12'  x  13'equal  to  room  105  above,  and  a  northern  section  running  the 
depth  of  the  house  E-W.  A  bulkhead  originally  provided  access  but  later  a 
stair  from  the  entrance  hall  was  created  as  the  only  access.  The  eastern 
area,  under  room  104,  is  a  crawl  space. 


The  floor  is  dirt. 


Walls 

The  original  house's  cellar  has  stone  foundation  walls  of  about  12"  thickness. 
In  the  northern  part  of  the  cellar  the  stone  extends  above  the  floor  for  about  3" 
with  3'  of  brick  above  the  stone.  The  brickwork  throughout  all  the  cellar  is  a  3 
course  American  Bond  except  for  the  west  wall  of  the  larger  room,  which  is  4 
course.  The  east  wall  is  entirely  of  stone.  The  western  part  of  the  north  room 
has  a  rebuilt  section  with  stone  fill  and  recessed  brick  above.  The  southwest 
corner  of  the  larger  room,  to  the  west  of  the  chimney,  has  stone  fill  that  most 
likely  indicates  the  original  cellar  bulkhead  entrance.  This  area  corresponds 
with  a  brick  enclosed  "box"  on  the  exterior  that  shows  partially  in  historic 
photographs  as  a  wooden  enclosed  area.  A  12"  brick  wall  runs  east-west 
between  the  two  rooms  while  12"  x  16"  brick  piers  support  the  gin  on  the  east 
side  of  the  larger  room,  separating  it  from  the  unexcavated  portion  under  room 
104.  Sills  of  1 1 .5"  x  12"  typically  rest  upon  the  brick  or  stone  foundation 
walls. 

Windows 

There  are  two  windows  in  each  of  the  two  rooms,  both  with  original 
horizontal  wooden  bars. 

Ceiling 

Two  girts  of  1 1.5"  x  12"  running  north-south  in  each  room  support  the 
joists  which  run  east- west.  The  4"  x  9"  joists  are  mortised  into  the  girts 
and  the  wooden  sills.  All  lumber  is  hewn  and  pit-sawn.  The  original  floor 
boards  can  be  seen  between  the  joists.  A  girt  running  parallel  with  the 
joists  and  mortised  into  the  north-south  girt  of  the  larger  room  is  at  the  far 
southern  end.  An  open  mortise  where  a  joist  was  removed  for  the  stairwell 
opening  shows  that  the  brace  did  not  have  a  pointed  end,  theoretically- 
dating  it  to  ca.  pre- 1770. 


Addition 

The  addition  (room  107)  has  a  full  cellar  with  a  fireplace  but  this  space  does 
not  connect  to  the  original  cellar.  In-between  is  a  crawlspace  equal  to  the 
breezeway  porch  on  the  first  floor. 


Floor 


Wails 


The  floor  of  the  addition  cellar  is  dirt. 


The  walls  of  the  addition  are  brick,  12"  thick  in  a  3  course  American  Bond. 
Wooden  sills  of  11.5"  x  12"  rest  upon  the  brick  walls. 

Ceiling 

Log  joists  4"  x  9"  are  exposed  on  the  ceiling.  Between  the  joists  are  the 

wooden  floor  boards  of  room  107. 

Windows 

Four  horizontal  bar  windows  are  opposite  each  other,  two  on  the  east  and  two 

on  the  west  walls. 

Fireplace 

The  fireplace  is  large  enough  to  have  been  a  cooking  fireplace  but  with  the 
close  by  detached  out  building  that  appears  to  be  a  kitchen,  this  one  would 
have  perhaps  been  a  winter  one;  otherwise,  the  heated  space  would  indicate 
servants'  work  space  or  living  space. 


Sreezeway 


The  breezeway  below  floor  area  connecting  the  original  section  and  addition  is  not 
accessible.  Log  joists  are  mortised  into  a  girt  resting  on  tree  trunk  drums. 
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Room  201  (See  Photo  72  -  83) 

Room  201  is  the  north  room  on  the  second  story  of  the  original  building  where  the  stair 
lands.  It  acts  as  a  small  second  story  stair  hall. 


Floor 


The  flooring  is  original  pine  tongue  and  groove;  fastened  with  exposed 
cut  nails.  The  floor  has  been  refinished.  The  floorboards  are  of  5  !4"  to  6 
3/4"  widths  and  run  north  south. 


Base 


The  north  wall  and  the  west  wall  do  not  have  baseboards  but  there  are 
ghost  marks  on  the  floor  indicating  baseboards  at  sometime  in  the  pas:.  A 
baseboard  exists  between  the  doorways  to  Room  205  and  Room  204.  The 
baseboard  is  5  Va"  in  height,  is  wood  and  is  painted  white. 


Walls 


The  walls  appear  to  have  been  replastered.  The  walls  are  painted  with  a 
white  paint  that  does  not  cover  green  paint  underneath.  There  is  chair 
railing  that  is  a  plain  wide  board  with  no  ornamentation  that  could  be 
original  but  has  been  removed  to  accommodate  electrical  wiring. 


Ceiling 


The  ceiling  appears  to  have  plaster  wallboard  and  is  painted  with  a  feint 
coat  of  white  over  a  green  paint.  There  is  an  attic  opening  which  appears 
to  be  original  and  measures  3'  5  W'  by  1'  10".  The  attic  opening  is  lined 
up  with  the  roof  ridge  beam  The  attic  opening  is  located  in  the  northwest 
corner  of  the  room. 


Doors 


Room  201  has  three  doorways  that  enter  into  Rooms  202.  205  and  204. 
All  three  doors  are  identical.  The  doors  are  mortise  &  tenon  with  wood 
pegs.  Each  door  has  six  floating  beveled  panels. 


ows 


There  is  one  window  in  the  east  wall  above  the  stair  landing.  The  window 
sash  is  mortise  and  tenon  with  wooden  pegs.  The  window-  is  double  hung^ 
with  the  top  having  6  panes  and  the  bottom  having  9  panes.  The  bottom  of 
the  window  is  6'  6"  from  the  floor  of  the  stair  landing. 


Hardware 


Other 


Each  door  has  two  H  &  L  hinges  affixed  with  12  wrought  nails;  using 
leather  washers.  The  hinges  appear  to  be  original.  The  door  locks  and 
door  knobs  appear  to  be  from  a  later  period. 

The  stair  and  landing  railing  is  walnut.  The  balusters  are  attached  to  the 
handrail  and  base  by  slots  in  the  rail  and  base  that  receive  pegs  extending 
from  east  and  west  sides  of  the  balusters.  The  handrail  in  Room  201  is  2" 
8  %"  from  the  floor  of  the  landing.  The  height  of  the  newel  post  is  T  11". 
The  steps  are  12"  wide  (run)  and  3'  2  54"  in  length.  The  risers  are  6  Vz". 
There  is  a  ghost  mark  on  the  chair  railing  at  the  point  where  the  balustrade 
hand  rail  attaches,  indicating  some  sort  of  a  trim  collar. 
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Interior  Description 


First  Floor 

Room  101  -  Entrance  Hall  (see  photos  1-8;  drawings.  1-4) 


Floor 


Walls 


Trim 


The  pine  floorboards  range  from  5%  inches  to  6V2  inches  and  run  north-south. 
These  original  boards  are  tongue-and-groove  and  blind-nailed.  No  other 
flooring  has  been  laid  over  the  hall  floor,  which  is  in  relatively  good 
condition,  other  than  wear  from  traffic  and  a  few  areas  that  have  buckled  or 
sagged.  An  air  return  is  located  on  the  south  side  of  the  floor  between  rooms 
104  &  105. 

Most  of  the  walls  are  plaster  except  for  the  walls  of  102,  the  bathroom  which 
is  a  later  addition.  The  wall  under  the  stairs  was  refinished  with  sheetrock  but 
plaster  and  lath  marks  indicate  the  space  below  the  stairs  was  originally 
enclosed  and  used  as  a  closet.  The  wainscot  consists  of  a  .hand-planed 
wooden  board  that  is  seemingly  one  board  25"  wide.  There  are  areas  of  plaster 
that  are  uneven  and  bulge  quite  noticeably,  which  either  indicates  original 
plaster  that  was  sloppily  graded,  or  original  plaster  that  is  showing  signs  of 
damage  from  water  infiltration,  or  later  repairs.  There  are  also  several  modern 
patches  scattered  all  over.  Electrical  switches  and  a  thermostat  have  been 
added,  as  well  as  overhead  lighting. 


All  walls  have  a  chair  rail  and  baseboard  (see  drawings  1-3) 

There  is  no  cornice.  The  trim  on  the  hall  side  of  the  bathroom 
walls  is  probably  recycled  from  existing  trim  when  the  room  was  added. 
Evidence  of  this  can  be  seen  in  the  sloppy  way  the  trim  is  pieced  together 
(see  drawing  1). 


Doors 


All  doors  in  the  hall  appear  to  be  the  original  raised  panel  doors  except  that 
into  the  toilet  room,  102.  The  front  (east)  door  had  a  rimlock  which  has  been 
temporarily  removed  by  the  APVA.  Both  doors  have  3  H-L  hinges  with 
wrought  nails  and  leather  washers.  The  opposite  door  on  the  west,  originally 
the  front  exterior  door,  had  a  similar  rimlock  as  seen  from  its  ghost 
(measuring  7  V*"  by  4  Vz").  It  currently  has  a  modern  mortise  lock  knob.  Both 
exterior  doors  have  large  iron  staples  for  securing  a  wooden  night  bar.  The 
door  under  the  stairs  to'the  closet  (D-101-6)  appears  to  be  first  period  based 
on  its  design,  its  mortise-and-tenon  construction,  and  its  original  H-L  hinges. 
The  door  has  a  one-inch  strip  of  wood  nailed  onto  the  edge  to  increase  the 
width.  There  are  ghost  marks  of  two  previous  keyholes,  and  currently  there  is 


no  hardware  other  than  a  simple  latch  and  the  original  hinges,  fsee  drawings 
4-6) 

Ceiling 

There  are  no  signs  of  damage  to  the  ceiling  other  than  peeling  pamt. 

Staircase 

All  elements  of  the  staircase  have  remained  unpainted  and  appear  to  oe  the 
original  varnish  finish  Some  treads  are  worn  but  the  staircase  is  in  excellent 
condition. 
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Walls 


Room  102  -  Bathroom  (see  photo  9) 

Floor  •  c  a.     u   11 

Since  this  room  was  an  addition,  the  subfloor  is  a  continuation  of  the  hah 
floor,  with  a  solid  sheet  of  linoleum  over  it,  held  in  place  by  a  thin  metai 
threshold.  Most  likely  the  mastic  used  has  discolored  the  wooden  floor  as  in 
room  104.  A  forced  air  vent  has  been  cut  into  the  northeast  corner  of  the 
floor,  and  a  plumbing  stack  also  cuts  through  the  east  side  of  the  floor. 

Plaster-board  was  used  for  the  east  and  south  walls,  and  possibly  for  the  north 
wall  after  the  window  was  added.  The  walls  are  painted,  and  the  paint  is 
peeling  off. 

Plain  boards,  without  any  profile  or  shoe  moldings,  are  used  as  baseboard  and 
window  framing.  The  window  sill  has  a  rounded  edge. 

A  thin,  single  paneled  door  was  added  with  the  bathroom  and  does  not  attempt 
to  copy  the  style  of  doors  found  elsewhere  in  the  house.  The  knob  and 
escutcheon  plate  are  in  a  Art  Deco  style. 

Window  - 

The  window  has  an  aluminum  sash,  does  not  match  the  dimensions  oi  am 
other  window  in  the  house,  is  located  on  the  north  side  of  the  house  which  has 
no  other  windows  besides  the  upstairs  bathroom  (room  203).  It  is  not  original 
and  was  added  for  the  purpose  of  lighting  and  ventilating  the  bathroom 

Ceilins 

Since  the  bathroom  ceiling  is  much  lower  than  the  hall  (101)  ceiling,  it  is 
probably  plasterboard  like  the  walls.  The  west  wall  of  the  hall  (101 )  has  a 
square  board  screwed  over  the  access  hole  to  the  plumbing  stack. 


Trim 


Door 


Other 


The  sink  has  metal  legs  and  fluted,  chamfered  corners  which  date  it  to  c.  1930. 
The  toilet  appears  to  be  more  modern.  A  mirrored  medicine  cabinet  and  light 
fixture  with  a  white  glass  shade  mounted  to  the  wall  over  the  mirror  also  are 
of  the  1930s  period. 


mm 


(BA.+kr0 


0>"Vvy) 


OP      -jHe      htAUL. 


AJZ-JCt4tT72^v^E- 


Room  103  (see  photos  10-15) 


Historic  photographs  show  that  this  room  was  originally  the  principal  west 
entrance  portico.  It  resembled  the  surviving  west  portico.  Materials  in  this 
room  suggest  that  it  was  a  1950s  addition  and  the  H.A.B.S.  photograph  shows 
it  there  in  1957. 

The  flooring  in  this  room  is  plywood  sub  flooring  with  wall-to-wall  carpet 
covering.  A  forced  air  heat  vent  is  located  on  the  floor,  centered  between  the 
windows  on  the  west  wall. 

The  walls  are  plaster  and  painted  white.  There  is  a  5  l/2"  high  with  a  cyma 
molding  on  top  but  there  is  no  chair  rail  or  cornice,  (see  profile)  There  are 
currently  electrical  outlets  both  on  the  south  side  of  the  east  wall  and  ort 
center  to  the  east  on  the  north  wall.  A  phone  jack  is  on  the  north  side  of  the 
east  wall,  and  a  space  heater  is  on  the  east  side  of  the  north  walL 

Ceiling 

This  room  has  a  plaster  ceiling  with  no  current  hght  fixtures. 


Walls 


This  roomhas  one  door  leading  to  the  hallway,  room  101.  It  is  a  typical  first 
period  six  paneled  door  that  swings  into  the  hallway  and  is  hinged  on  the 
south  side    The  raised  panel  side  of  the  door  faces  into  the  room,  and  the  plain 
flat  panel  side  faces  into  the  hallway.  This  helps  to  indicate  that  the  door  was 
formerly  an  exterior  door.  As  previously  mentioned,  this  was  originally  the 
entrance  door  to  the  hall.  Currently,  the  door  is  painted  white,  (see  profile  of 
architrave) 

Windows  .   ,  _  ,      .   , 

There  are  three  6-over-6  double  hung  modern  sash  windows.  Two  are  located 
on  the  west  wall  and  one  is  on  the  south  wall.  Currently,  there  are  also  storm 
windows  and  screens  affixed  to  the  exterior,  (see  profile  of  architrave) 
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Room  104  -  Kitchen  (see  photos  16-27;  41-42;  drawings.  5-9) 

In  the  original  plan  of  the  house  this  is  one  of  two  rooms  on  the  ground  floor. 
Three  things  would  indicate  that  it  was  the  chamber  that  most  likely  also 
served  as  a  dining  room:  its  smaller  size;  a  closet  for  locking  valuables  away 
(usually  a  female  responsibility);  and  the  exterior  door  on  the  south  that  would 
communicate  with  an  exterior  kitchen.  Trends  in  Virginia  indicate  that  in  the 
second  half  of  the  eighteenth  century  the  hall  (parlor)  became  more  square  and 
larger  than  the  chamber  (M.  Wenger). 


Floor 


The  floor  appears  to  consist  of  original  pine  boards,  but  a  sheet  of  linoleum 
(seamed  down  the  middle  north-south)  was  applied  over  them.  The 
floorboards  run  north-south  but  were  too  stained  from  the  mastic  to  reveal 
their  condition.  The  floor  in  the  pantry  was  not  covered  with  linoleum.  While 
there  was  a  question  whether  the  closet  was  original  to  the  room,  nothing  at 
this  time  supports  that  theory  other  than  a  different  door  type.  A  forced  air 
vent  is  cut  into  the  northeast  corner  of  the  floor. 


Walls 


• 


Trim 


All  kitchen  walls  appear  to  be  original  plaster,  but  several  areas  have  been 
patched.  The  wall  below  the  chair  rail,  like  that  in  the  halL  consist  of  a 
wooden  wainscot  but  rather  than  one  board  there  are  two  15"  wide  boards. 
The  area  above  the  fireplace  overmantle  has  had  the  plaster  removed  to  the 
brick,  and  framed  out  on  both  sides  with  one-inch  strips  of  wood.  Early 
twentieth-century  descriptions  of  the  house  (1930s?)  describe  "3-ply  mirrors" 
in  the  overmantel  spaces. 


Certain  areas  of  baseboard  are  missing.  To  rectify  this,  a  piece  of  baseboard 
with  a  different  profile,  and  a  piece  of  bent  metal  are  used  as  patch  materials. 
The  same  chair  rail  is  used  as  in  the  hall  (101).  There  is  no  cornice.  The  door 
framing  and  window  framing  appears  to  be  original  as  the  profiles  are  found 
consistently  throughout  the  house,  (see  profiles) 

Doors 

All  doors  appear  to  be  original  based  on  their  molding  details,  3  pair  of  H-L 
hinges,  and  raised  panel  configuration.  The  south  exterior  door,  with  its  raised 
panels  facing  the  exterior,  appears  to  be  an  original  doorway.  However,  D- 
104-3,  with  its  panels  facing  into  the  room,  seems  to  be  recycled  from 
elsewhere  in  the  house,  meaning  that  the  closet  might  be  an  addition. 

Windows 

Two  windows  are  located  on  the  east  wall.  They  are  double-hung.  9-over-9. 
with  the  top  sash  fixed  and  the  bottom  operable  but  not  weighted  (this  is 
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Room  105  (see  photos  29-39) 
Floor 


The  flooring  in  this  room  is  random-width,  tongue-and-groove  (5  !/2"  -  7  Vi'') 
pine  boards  running  north  to  south  and  are  blind-nailed.  The  floor  appears  to 
be  original  and  is  in  good  condition,  except  where  three  forced  air  heat  vents 
were  later  added  and  where  there  may  be  water  damage  from  a  roof  leak 
above.  They  are  located  in  the  floor,  one  under  each  window  and  one  in  the 
southeast  corner. 


Walls 


I 


The  walls  are  a  grayish  plaster  and  painted  with  a  light  blue  paint  that  is 
currently  peeling  off  of  the  walls  due  to  the  lack  of  climate  control  and  roof 
leaks.  The  baseboard  is  a  plain  square  profile,  4  3/4"  high.  There  is  a  wooden 
chair  rail  located  32"  from  the  floor  and  is  6"  high.  It  is  a  plain  square  board 
with  a  2"  high  molding  affixed  in  the  center.  There  is  no  cornice.  Some 
cracks  in  the  plaster  of  the  east  wall  may  indicate  a  former  door  leading  to 
Room  104.  There  is  currently  a  light  switch  located  on  the  west  side  of  the 
south  door  and  the  west  side  of  the  north  door.  Electrical  outlets  are  also 
located  in  the  baseboard  under  the  south  window  and  in  the  west  side  of  the 
north  wall. 

Ceiling 

This  room  has  a  plaster  ceiling  with  no  current  light  fixtures  and  peeling  paint. 
Some  water  was  observed  dripping  from  the  ceiling  into  this  room  during  a 
rain.  There  is  potentially  some  hidden  water  damage  from  roof  problems 
directly  above  that  caused  the  ceiling  in  room  205  to  collapse. 

Doors 

This  room  has  two  identical  doors,  one  leading  to  the  hallway,  room  101.  and 
one  leading  outside  to  the  porch,  room  106.  They  are  raised,  six  paneled 
doors.  The  beveled  side  of  each  door  faces  outward  and  the  plain  side  faces 
into  the  room.  Both  doors  also  swing  into  the  room  and  are  hinged  on  the  east 
side.  Currently,  both  doors  are  painted  white  and  the  south  door  has  a  screen 
door  attached.  The  south  door  was  rehung  on  its  opposite  side  with  a  first 
period  keyhole  located  34"  above  the  floor  on  the  hinge  side.  In  its  reversed 
position,  the  door  would  have  originally  had  its  raised  panels  facing  the  room. 
providing  one  clue  that  this  might  have  been  a  closet.  The  north  door  has  the 
ghost  of  a  former  lock  and  knob  hole  located  43"  above  the  floor.  All  interior 
doors  have  had  their  first  period  rimlocks  replaced  by  3"x4"  metal  rimlocks 
with  brown  mineral  knobs. 

Windows 

There  are  two  2-over-2  replacement  sash  windows  located  on  the  west  walk 
The  sill  of  the  window  is  located  at  the  same  level  as  the  molding  on  the  chair 


rail.  Currently,  there  are  also  storm  windows  and  screens  affixed  to  the 
exterior. 


Fireplace 

The  fireplace  is  common  bond  brick  with  an  iron  lintel  supporting  the 
brickwork  above  the  opening  and  a  brick  hearth  20  V2"  deep  and  63"  wide. 
The  brick  seems  to  be  scored,  indicating  that  it  was  formerly  covered  with 
plaster. 

Mantel 

The  wooden  fireplace  surround  has  molding  around  the  fireplace  opening  that 
matches  the  door  molding  profiles.  This  continues  to  a  paneled  overmantle 
consisting  of  two  horizontal  boards  with  a  denticulated  cornice,  (see  profiles 
and  photos).  Descriptions  of  the  house  say  that  "3-ply  mirrors"  were  over  the 
mantels. 

Hardware 

The  south  door  is  held  by  H-L  hinges  with  wrought  nails  and  leather 
washers.  The  north  door  is  hung  on  butt  hinges,  another  possible  clue  that  this 
door  was  reversed  and  the  hinges  replaced  at  that  time.  [Another  examination 
of  this  door  and  architrave  might  indicate  whether  the  original  hinges  were  H- 
L  or  Butt.]  Both  doors  have  a  later  interior  lock  and  metal  knobs.  However, 
there  are  ghost  marks  and  scars  apparent  where  former  box  locks  were 
located. 
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Room  107  (see  photos  44-63) 


Floor 


The  flooring  in  this  room  is  random-width  (5"  -  6"),  face-nailed  pine  boards 
running  north-south.  However,  the  flooring  in  the  closets  (6-6.5")  on  the 
south  side  of  the  room  runs  east-west  and  is  different  than  that  in  the  room 
The  floor  seems  original  and  is  in  good  condition. 


Walls 


• 


The  walls  are  plaster  and  painted  with  a  light  blue  paint  that  is  currently 
flaking  off  of  the  walls  from  the  building's  neglect.  The  baseboard  is  6  Va" 
tall  with  a  concave  profile  on  the  top  V".  There  is  a  wooden  chair  rail  located 
27  V2"  from  the  floor  and  is  6"  high  It  is  a  Greek  Revival  style  with  the  top  2 
lA"  molded  and  the  flat  bottom  3  Vz"  with  2  3A"  wide  reeding  every  6". 
Between  the  baseboard  and  chair  rail  is  plain  wooden  wainscoting  of  one 
board  21"  wide.    All  woodwork  is  painted  white  and  there  is  no  cornice.  On 
the  north  side  of  the  east  door,  is  a  light  switch  in  the  wall  and  an  electrical 
outlet  in  the  baseboard,  (see  profiles  and  photos) 

Ceiling 

This  room  has  a  plaster  ceiling  with  a  centrally  located  current  light  fixture 
and  flaking  paint. 

Doors 

This  room  has  four  doors,  two  leading  outside  to  the  porch,  rooms  1 06  and 
108,  and  two  doors  leading  to  closets  on  the  south  wall.  They  are  raised,  six 
paneled  doors.  The  beveled  side  of  the  exterior  doors  face  outward  and  the 
plain  sides  face  into  the  room  The  closet  doors  are  beveled  facing  into  the 
room  and  plain  facing  into  the  closet.  Both  exterior  doors  also  swing  into  the 
room  and  the  north  door  is  hinged  on  the  east  side  while  the  east  door  is 
hinged  on  the  south  side.  The  closet  doors  are  hinged  opposite  from  one 
another,  with  the  east  door  hinged  on  the  east  side  and  the  west  door  hinged 
on  the  west  side.  Currently,  all  doors  are  painted  white  facing  into  the  room 
with  the  exception  of  the  west  closet  door  which  is  unpainted  on  the  side 
facing  into  the  closet. 

Windows 

There  are  two  9-over-9  sash  windows  located  on  the  west  wall  and  one  9- 
over-9  double  sash  window  located  on  the  east  wall.  The  sill  of  the  window  is 
located  at  the  same  level  as  the  molding  on  the  chair  rail.  In  each  closet  there 
is  also  a  4  light,  fixed  sash  window  located  inside. 


Fireplace 

The  fireplace  is  brick  with  an  iron  lintel  supporting  the  masonry  and  a  brick 
hearth  22  14"  deep  and  67  14"  wide.  A  sheet  of  metal  closed  the  fireplace 
opening  and  a  hole  was  cut  out  for  a  stove  flue,  but  no  stove  was  present. 
When  this  metal  was  removed,  it  revealed  that  the  brick  on  the  face  of  the 
fireplace,  in  the  area  between  the  opening  and  the  mantle  is  plastered  and 
painted  blue.  Additionally,  inside  the  east  closet  on  the  east  face  of  the 
fireplace  masonry  were  two  square  openings. 

Mantel 

The  wooden  fireplace  surround  is  Greek  Revival  in  style.  It  has  fluted 
pilasters,  a  paneled  overmantle  with  a  cornice  and  dentils  below.  The  current 
mantel  is  cut  into  the  molding  on  the  closets  next  to  it,  indicating  that  the 
mantel  was  perhaps  pre-made  and  not  included  as  part  of  the  original  design. 
(see  drawings  and  photos) 

Hardware 

An  L  hinge  on  the  door  and  a  butt  hinge  on  the  frame  hold  the  north  exterior 
door.  The  east  door  is  held  by  two  3"  butt  hinges  with  removable  pins,  but 
there  are  ghosts  of  former  H-L  hinges.  Both  closet  doors  are  held  by  H-L 
hinges  with  wrought  nails  and  leather  washers.  The  east  exterior  door  has  a 
later  interior  lock  and  a  metal  knob,  but  also  has  scars  from  where  former 
exterior  box  locks  were  located,  measuring  8.5"  x  5"  with  a  4.75"  keeper;  the 
former  knob  was  38"  above  the  floor.  The  north  exterior  door  still  has  a 
rimlock  of  the  type  typically  found  in  the  main  house,  3"x4"  with  a  mineral 
knob  and  mounted  upside  down.  The  east  closet  door  has  a  small  rimlock 
located  on  the  room  side  and  the  west  door  has  no  lock  but  has  a  ghost  from 
former  locks.  Neither  door  currently  has  a  knob. 

Closets 

The  closets  flanking  the  fireplace  appear  to  be  original  to  the  addition.  They 
contain  shelves  held  by  simple  wooden  brackets.  The  walls  and  ceilings  are 
plaster.  Wrought  nails  are  used  in  the  closets.  Each  closet  has  one  window. 
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"Room"  106/108  Connecting  Porch  (Photos  41-43,  64-71) 

This  is  not  a  room  per  se  but  a  breezeway  porch  that  connects  the  first  floor  of  the  main 
house  with  the  addition.  In  the  early  nineteenth  century  it  might  have  been  called  a  piazza.  It 
currently  has  modern  screens  with  weatherboards  below.  It  is  likely  that  a  porch  existed  here 
since  the  time  of  the  addition  since  the  east  elevation  (above  and  to  the  north  of  the  door;  and 
north  elevation  of  the  addition  has  its  original  beaded  weatherboards  and  the  south  elevation 
wooden  wall  between  the  chimneys  of  the  main  house  (the  room  104  closet)  still  has  its 
original  weatherboards.  The  external  south  elevation  of  the  main  house  west  of  the  west 
chimney  also  retains  its  original  weatherboards. 

This  space  is  treated  like  a  room  because  of  the  interior- style  staircase  that  leads  to  the 
vestibule  outside  room  209.  The  doorway  vestibule  from  room  105,  probably  created  when 
the  addition  came,  has  plaster  on  the  walls  and  ceiling,  as  does  the  upper  enclosed  part  of  the 
106/108  connector  staircase.  The  latter  also  has  baseboard  and  chair  rail. 

Walls 

The  exterior  walls  of  the  main  house  on  the  north  and  the  addition  on  the  south  form 
the  solid  walls  of  this  space.  The  screened  porch  is  a  twentieth-century  feature. 

Floors 

"Room"  106,  the  western  part  of  the  breezeway,  between  the  two  buildings,  has  8"'- 
10"  floor  boards  face-nailed  while  "room"  108  has  2.5"  modern  floor  boards. 

Stair 

A  closed  string  stair  rises  to  the  north  from  in  front  of  the  window  of  room  107  on  the 
addition's  east  elevation.  It  has  a  simple  squared  newel  post  and  square  balusters 
painted  white.  Eight  stairs  lead  to  a  landing  where  the  stair  turns  to  the  west  and  rises 
to  the  second  floor  into  a  room- like  space  with  plaster,  base  and  chair  rail  trim.  The 
stair  has  a  12"  tread  and  a  9"  rise.  The  treads  are  1 .5"  thick.  A  modern  door  now 
terminates  the  stair  at  the  top.  Wooden  panels  enclose  the  stair  landing,  forming  a 
closet  accessed  from  the  west.  The  current  closet  door,  off  its  hinges,  is  made  of  wire 
nails. 

Ceiling 

Like  the  floor,  the  ceiling  of  108  is  more  modern,  with  narrow  boards  while  the 
ceiling  of  106,  and  out  under  an  overhang  to  the  west  is  plaster. 

The  eastern  part  of  this  porch  (108)  is  most  likely  a  later  configuration  while  the 
portion  between  the  two  buildings  (106)  is  original.  The  106  part  has  8-10"  random 
width  face-nailed  floor  boards  while  the  108  portion  has  modern  2.5"  floor  boards. 
The  106  section  has  a  plaster  ceiling  while  the  108  part  has  a  beaded  board  ceiling. 
The  exterior  window  of  room  107  has  an  exterior  louvered  blinds  indicating  that  it 
was  exposed  to  the  weather  at  one  point.  The  two  eastern  cellar  windows  under  the 
addition  were  most  likely  exposed  originally  rather  than  under  the  porch  The 
unsolved  question  would  be  how  the  stair  to  the  second  floor  worked  with  a  different 


porch  (it  does  not  look  very  weathered)  and  whether  the  entire  stair  might  have  come 
after  the  addition. 
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Room  201  (See  Photo  72  -  83) 

Room  201  is  the  north  room  on  the  second  story  of  the  original  building  where  the  stair 
lands.  It  acts  as  a  small  second  story  stair  hall. 


Floor 


Walls 


Ceiling 


Doors 


Windows 


The  flooring  is  original  pine  tongue  and  groove;  fastened  with  exposed 
cut  nails.  The  floor  has  been  refinished.  The  floorboards  are  of  5  54"  to  6 
%"  widths  and  run  north  south. 


The  north  wall  and  the  west  wall  do  not  have  baseboards  but  there  are 
ghost  marks  on  the  floor  indicating  baseboards  at  sometime  in  the  past.  A 
baseboard  exists  between  the  doorways  to  Room  205  and  Room  204.  The 
baseboard  is  5  %"  in  height,  is  wood  and  is  painted  white. 


The  walls  appear  to  have  been  replastered.  The  walls  are  painted  with  a 
white  paint  that  does  not  cover  green  paint  underneath.  There  is  chair 
railing  that  is  a  plain  wide  board  with  no  ornamentation  that  could  be 
original  but  has  been  removed  to  accommodate  electrical  wiring. 


The  ceiling  appears  to  have  plaster  wallboard  and  is  painted  with  a  faint 
coat  of  white  over  a  green  paint.  There  is  an  attic  opening  which  appears 
to  be  original  and  measures  3'  5  Yz"  by  1'  10".  The  attic  opening  is  lined 
up  with  the  roof  ridge  beam.  The  attic  opening  is  located  in  the  northwest 
corner  of  the  room. 


Room  201  has  three  doorways  that  enter  into  Rooms  202.  205  and  204. 
All  three  doors  are  identical.  The  doors  are  mortise  &  tenon  with  wood 
pegs.  Each  door  has  six  floating  beveled  panels. 


There  is  one  window  in  the  east  wall  above  the  stair  landing.  The  window 
sash  is  mortise  and  tenon  with  wooden  pegs.  The  window  is  double  hung 
with  the  top  having  6  panes  and  the  bottom  having  9  panes.  The  bottom  of 
the  window  is  6'  6"  from  the  floor  of  the  stair  landing. 


Hardware 


Other 


Each  door  has  two  H  &  L  hinges  affixed  with  12  wrought  nails;  using 
leather  washers.  The  hinges  appear  to  be  original.  The  door  locks  and 
door  knobs  appear  to  be  from  a  later  period. 


The  stair  and  landing  railing  is  walnut.  The  balusters  are  attached  to  the 
handrail  and  base  by  slots  in  the  rail  and  base  that  receive  pegs  exrending 
from  east  and  west  sides  of  the  balusters.  The  handrail  in  Room  201  is  T 
8  %"  from  the  floor  of  the  landing.  The  height  of  the  newel  post  is  2'  11 ". 
The  steps  are  12"  wide  (run)  and  3'  2  V"  in  length.  The  risers  are  6  V-i' . 
There  is  a  ghost  mark  on  the  chair  railing  at  the  point  where  the  balustrade 
hand  rail  attaches,  indicating  some  sort  of  a  trim  collar. 
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Room  202     (See  Photo  84  -  89) 


Room  202  is  located  in  the  northwest  comer  of  the  original  building.  It  could  have  been 
used  as  a  small  bedroom  or  some  sort  of  workroom. 


Floors 


Base 


Walls 


Ceiling 


Doors 


Windows 


The  flooring  is  original  pine  tongue  and  groove;  fastened  with  exposed  cut 
nails.  The  floor  has  been  refinished.  The  floorboards  are  of  5  14"  to  6  V" 
widths  and  run  north  south. 


The  base  is  a  plain  board,  approximately  6"  to  6  14"  wide  with  no  trim.  It 
is  fastened  with  wire  nails  and  must  have  been  taken  off  and  reattached 
when  the  floor  was  refinished.  The  base  is  painted  white. 


The  walls  appear  to  have  been  replastered.  The  walls  are  painted  with  a 
white  paint  that  does  not  cover  green  paint  underneath.  There  is  chair 
railing  that  is  a  plain  wide  board  with  no  ornamentation  that  could  be 
original  but  has  been  removed  to  accommodate  electrical  wiring.  The 
chair  railing  is  6  14"  wide. 


The  ceiling  is  a  plaster  wallboard  that  is  painted  white. 


The  door  is  mortise  &  tenon  with  wooden  pegs.   The  door  has  six  floating 
beveled  panels. 


Room  202  has  one  double  hung  window  that  is  located  in  the  west  wall  of 
the  house.  The  window  has  6  panes  on  the  top  and  9  panes  on  the  bottom 
The  window  is  the  same  as  the  window  above  the  stair  landing  in  the  east 
wall  of  the  house  and  is  exactly  opposite  it.  The  sash  measures  2'  7  14" 
wide  and  4'  11"  high. 


Hardware 


Each  door  has  two  H  &  L  hinges  affixed  with  12  wrought  nails:  usinc 
leather  washers.  The  hinges  appear  to  be  original.  The  door  locks  and 
knobs  appear  to  be  from  a  later  period. 
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Room  203     (See  Photo  90) 

Room  203  is  located  in  the  northwest  comer  of  Room  202.  This  room  is  a  modern 
addition  that  is  a  bathroom.   The  bath  contains  a  toilet,  sink  and  shower  stall. 


Floor 


Base 


Walls 


Ceiling 


Doors 


Windows 


The  floor  is  covered  with  a  modern  vinyl  covering 
Newer  addition 


Wallboard  nailed  to  wood  framing.    The  framing  was  cut  with  a  circular 
saw.  Wallboard  is  painted  white. 


Hardware 


Wallboard,  painted  white. 


The  door  is  mortise  &  tenon  with  wooden  pegs.  The  door  has  six  floating 
beveled  panels.  Since  the  door  is  comparable  to  the  other  door  in  the 
room,  it  probably  came  from  some  other  area  of  the  house. 


The  window  is  a  small  4  pane,  fixed  window.  Measurements  are  2"  6' 
high  by  V  9  V%\  The  window  is  over  the  sink  and  is  appro ximately  5"  Vz" 
from  the  floor.  The  style  of  the  window  is  probably  from  a  later  period; 
possibly  the  1920's. 


Modern  constructed  door  with  newer  hinses  and  doorknob. 
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Room  204    (See  Photo  91  - 


Room  204  is  from  the  Is 
above  the  current  kitchen. 


period  of  the  house  located  on  the  east  side  of  the  building 


Floors 


Baseboards 


Walls 


Ceiling 


Doors 


The  original  floor  boards  range  in  size  from  3'  V"  to  6'  Vi\  The  butted 
boards  are  nailed  with  two  nails  every  2'  54".  Small  circular  rings  are 
evident  around  the  edge  of  the  floor  from  where  the  floor  has  been  sanded. 


The  baseboards  are  found  on  the  North  and  West  walls  but  have  been 
removed  on  the  remaining  walls.  The  depth  of  the  plain,  flat  board  is  5/8" 
and  the  height  is  5  V".  It  is  currently  painted  white. 


The  walls  of  the  room  have  been  redone  in  plasterboard  and  show  what 
appears  to  be  a  newer  coat  of  white  paint.  Numerous  nail  holes  are  found 
throughout  all  four  walls.  In  addition,  there  are  two  lingering  screws  in 
the  section  between  the  two  windows  on  the  East  wall.  The  chair  rail  is  a 
plain  flat  front  board  running  the  extent  of  all  four  walls.  The  small  patch 
beside  the  left-hand  side  of  D204-1  on  the  north  wall  is  damaged  heavily. 
On  the  right-hand  side  of  D204-1  there  is  evidence  of  screw  holes  for 
modern  electrical  sockets.  On  the  left-hand  side  of  D204-2.  there  is  a 
patch  on  both  the  chair  rail  and  the  baseboard. 


The  ceiling,  like  the  walls,  has  been  replaced  in  the  same  material  of 
plasterboard,  with  a  smooth  finish,  modem  paint,  and  a  ceiling  fan.  There 
are  two  modern,  circular  nail  holes  in  the  southeast  corner  of  the  ceiling. 


D204-1  is  constructed  in  a  mortise  and  tenon  fashion.  There  is  a  triangular 
patch  at  the  bottom  of  the  interior  of  the  door.  Neither  the  lock  nor 
doorknobs  are  original,  as  there  is  evidence  of  holes  that  have  been 
patched  around  the  existing  locking  system  on  both  sides  of  the  door.  A 
paint  ghost  is  not  evident  under  the  multiple  layers  of  modern  paint.  There 
is  a  circular  ghost  mark  with  a  modern  screw  hole  in  addition  to  three 
other  nail  and/or  screw  holes  in  a  line  on  the  2nd  horizontal  panel.  The 
door  is  hung  on  H-L  hinges  with  12  wrought  nails  and  leather  washers  that 
appear  to  be  original.  The  paneling  on  the  door  is  the  same  of  other  rooms 
of  the  1st  period  with  a  raised  panel  facing  the  hall  and  a  removable,  flat 
panel  facing  the  interior  of  the  room.    D204-2  is  a  modern  2  flat  panel 


Windows 


Mantle 


door  hung  with  pin  hinges.     There  are  no  ghost  marks  exhibited  to 
demonstrate  previous  hardware  on  this  door. 


Both  windows  are  replacement  windows  with  new  glass.  They  are  6  over 
9  and  the  muntins  do  not  match  the  1st  period  size  found  in  Room  104. 
The  individual  panes  are  7  1/2"  by  9  W  and  the  interior  size  of  the  window 
is  2'  3  V"  by  4'  8  lA".  The  size  of  the  window  including  exterior  casing  is 
2'  11"  by  5'  3  Va".  W204-1  has  a  raised  shutter  locking  system  off  center 
to  the  north  that  is  modern.  There  is  also  a  block  nailed  to  the  outside 
frame  on  the  south  side.  W204-2  has  had  damage  to  the  window  casing 
on  the  south  top  portion;  a  triangular  section  has  been  removed.  Both 
windows  have  numerous  modem  nail  holes  but  the  windowshls  could  be 
original  on  both  windows. 


The  fireplace  is  located  on  the  south  wall.  The  square  2'  4"  wide  opening 
with  a  slight  splay  is  topped  with  an  iron  lintel.  In  the  fireplace,  the  brick 
is  heavily  damaged  and  is  covered  with  creosote.  On  both  vertical  sides  of 
the  fireplace  there  is  approximately  an  inch  thick  layer  of  parging  that  is 
orange  in  color  while  the  mortar  between  the  bricks  on  the  hearth  has 
grayed  with  age  and  soot.  The  fireplace  has  been  stuffed  with  insulation 
that  is  still  apparent.  The  bricks  appear  to  have  been  replaced  under  the 
arch.  The  pattern  of  brick  hearth  is  a  2  course  deep  outline  of  half  a 
square  then  filled  in  with  stretcher  bricks. 


On  the  right  side,  over  time  or  through  the  redoing  of  the  walls,  the  side  of 
the  surround  has  become  flush  with  the  wall.  The  fireplace  is  3'  7  3a"  in 
width  with  a  3'  8  V2"  long  mitered  cornice.  There  is  an  interior  panel  with 
molding  with  the  dimensions  of  3'  2  14"  by  2'  11  14".  The  mantel  is 
arched  over  the  brick. 


Notes:  depth  and  height  of  chair  rail  needed. 
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Room  205    (See  Photo  100  -  110) 


Floors 


Walls 


Original  pine,  tongue  &  groove  with  cut  nail  fasteners.  The  floor  has 
varying  widths  from  5  54"  to  6  Va".  To  enter  the  door  way  into  Room  206, 
there  is  a  6"  step-up  to  the  doorsill. 

The  east  wall  and  part  of  the  south  wall  have  a  baseboard.  The  base  is  a 
plain  board  that  measures  5"  with  no  trim  and  is  painted  white.  In  the 
Southeast  corner,  the  base  starts  out  with  a  5"  width,  but  tapers  to  4"  under 
the  doorstep  of  the  door  that  enters  into  Room  206. 


The  walls  are  plaster  and  are  painted  white.  There  is  a  small  closet  that 
has  been  added  later  and  made  of  wallboard.  The  closet  is  located  in  the 
northwest  corner  of  the  room.  The  chair  rail  is  a  simple  pine  board  that 
measures  from  5  54"  to  6"  wide. 


) 


Ceiling 


Doors 


The  ceiling  is  of  wallboard  and  is  nailed  to  ceiling  beams,  which  have 
ghost  marks  of  split  wood  lath  and  plaster.  The  ceiling  is  painted  white. 


The  doors  are  mortise  &  tenon  with  wooden  pegs  and  have  six  floating 
beveled  panels.  The  door  that  is  the  entryway  into  Room  204  has  trim 
from  a  later  period  which  indicates  that  it  was  added  later  and  possibly 
moved  from  some  other  part  of  the  house.  The  height  of  all  of  the  doors  in 
this  room  is  6'  2  54". 


Windows 


Fireplace 


There  are  two  windows  in  Room  205  and  both  are  located  in  the  west 
wall.  The  windows  are  double  hung  with  6  panes  on  the  top  and  9  panes 
on  the  bottom.  The  frames  are  mortise  and  tenon  with  wooden  pegs.  The 
sash  measures  2'  7  54"  wide  by  4'  11"  high. 


The  fireplace  is  centered  in  the  south  wall.  The  fireplace  is  brick,  which 
appears  original  but  does  have  some  recent  repairs  with  some  modern 
brick  and  Portland  cement.  The  fireplace  has  an  arch  that  is  2'  9"  from  the 
hearth.  From  the  base  of  the  arch  to  the  hearth,  the  measurement  is  2'  1 
54".  The  measurement  from  the  back  of  the  firebox  to  the  outer  edge  of 
the  hearth  is  2'  10".  The  measurement  from  the  face  of  the  fireplace  to  the 
edge  of  the  hearth  is  1'  6".  The  measurement  of  the  fireplace  surround  is 
5'  7  54"  high  by  4'   8  54"  wide.     The  cornice/mantle  is  6  VT.     The 


Hardware 


cornice/mantel  is  5  Vi"  wide  and  the  side  trim  is  plain  boards  that  are  4  Va 
wide.  The  hearth  is  floor  level. 


Each  door  has  two  H  &  L  hinges  affixed  with  12  wrought  nails;  using 
leather  washers.  The  hinges  appear  to  be  original.  The  door  locks  and 
knobs  appear  to  be  from  a  later  period.  The  locks  are  approximately  6V 
square  and  are  cast  iron.  They  are  black  in  color.  The  door  knobs  are 
white. 
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Room  206    (See  Photo  111  -  121) 

Room  206  is  in  the  northern  section  of  the  addition  to  the  house, 
small  room  that  is  a  connector  to  the  two  room  addition. 


It  is  a 


Floors 


Base 


Original  pine,  tongue  &  groove  with  varying  widths  from  4  %"  to  5  %" 
fastened  by  cut  nails.  The  northeast  corner  has  metal  flashing  at  the 
baseboard  with  modem  nails.  There  is  a  step-down  from  the  doorway  that 
is  an  entry  way  from  Room  205  of  a  distance  of  1 '  2". 


Plain  wooden  board;  no  trim  with  a  5  3/8"  width, 
white. 


The  base  is  painted 


Walls 


Ceiling 


Doors 


Plaster  with  at  least  3  coats  of  paint  -  gold,  green  and  beige.  There  is  a 
simple  chair  rail  that  is  3  54"  and  the  distance  from  the  bottom  of  the  chair 
rail  to  the  floor  is  1'  10".  The  western  chimney  of  the  original  house  juts 
out  into  this  room,  is  brick  and  has  been  plastered  and  painted  similar  to 
the  walls.  The  chimney  has  a  molding  that  is  2  3/8"  wide  and  1  V2"  thick. 
The  molding  is  a  plain  strip  of  rectangular  wood. 


Plaster  with  gold  and  white  paint  coats 


The  door  from  Room  205  is  much  narrower  than  any  other  doors  in  the 
house.  The  width  of  the  door  is  2'  1/2".  The  top  two  panels  are  6  V"  by  7 
3/8".  The  middle  panels  are  1'  7"  by  6  J4".  The  bottom  panels  are  V  7  lA 
by  6  l/2".  The  center  border  is  1'  4  3/4"  by  1 1  3/4".  The  lock  and  doorknob 
appear  to  be  from  a  later  period  from  that  of  the  addition.  The  lock  is 
approximately  6"  square  and  is  cast  iron.  The  lock  is  black  and  the  door 
knob  is  white. 


Windows 


Hardware 


The  windows  in  the  east  and  west  walls  are  opposite  each  other  and  match 
but  are  from  a  later  period  from  that  of  the  original  building.  These 
windows  are  of  comparable  size  to  the  original  windows  in  Room  205. 

The  door  from  Room  205  has  smaller  H  &  L  hinges  that  other  doors  in  the 
house.  The  H  part  of  the  hinge  is  9"  and  the  L  is  1*  7  V".  The  hinge  has 
12  cut  nails  with  the  leather  washers. 
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Room  207  (photos  122-124) 

Room  207  is  a  closet  and  small  hallway  that  connects  206  and  209. 

Floors 


Base 


Walls 


Hardware 


The  floor  of  this  closet  has  the  same  floorboards  as  Room  209. 
The  baseboard  is  the  same  as  Room  209. 


The  walls  appear  to  be  original  plaster  that  is  green  and  a  lighter  blue 
green  in  the  hallway  area.  The  plaster  was  removed  from  the  right  hand 
side  of  the  doorway  on  207  and  replaced  with  a  piece  of  wood.  In  the 
closet  are  3  shelves.  The  top  shelf  has  remained  intact  and  appears  to  be 
original.  It  is  solid  wood  with  rounded  edges.  The  2nd  shelf  has  been 
removed  and  the  3rd  shelf  has  been  cut  awav  from  the  wall. 


The  ceiling  appears  to  be  original  plaster  on  hard-split  lath. 


There  was  no  door  on  the  closet.  The  doorway  to  the  downstairs 
passageway  is  a  modern  3  panel  doorway  that  was  angled  to  match  the 
slope  of  the  addition  to  the  1st  period  portion  of  the  house. 


Modem  hinges  are  used  on  the  3  panel  doorway  to  the  stairwell. 
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Room  209  (photos  125-134) 


Room  209  is  located  on  the  2nd  floor  in  the  2nd  period  addition  on  the  south  side  of  the 
house.  It  apparently  functioned  as  a  chamber. 


Floors 


The  boards  do  not  run  the  length  of  the  room.  The  width  of  the  boards 
varied  from  4  1/8"  to  5  V",  with  the  average  width  being  5  1/8".  There  is 
an  alternating  nail  pattern  indicating  the  boards  were  tongue  and  groove. 
The  nails  are  placed  roughly  every  two  feet  on  one  side  of  the  board, 
presumably  where  the  tongue  and  groove  met.  At  the  ends,  where  one 
board  met  another,  there  are  two  nails. 


♦ 


The  baseboard  has  a  separate  molding  piece,  1"  thick,  along  the  floor 
attached  with  wire  finish  nails.  This  looks  to  be  an  addition  to  the  original 
baseboard.  The  existing  baseboard,  3/8"  thick  by  5  1/8"  high,  has  a  bead 
trim  and  there  are  no  nail  marks  easily  visible.  Electrical  outlets  have 
been  installed  on  all  four  walls.  There  are  places  where  the  baseboard  has 
been  patched  on  the  north  wall  next  to  door  209-1  and  on  the  east  wall. 
There  is  a  spot  on  the  south  wall  to  the  left  of  the  fireplace  where  the 
baseboard  is  missing  and  it  is  possible  to  see  into  the  wall. 


The  walls  have  been  painted  a  modern  grass  green  color.  The  walls 
appear  to  be  original  plaster.  There  are  cracks  along  the  wall,  generating 
from  nail  holes.  Several  large  flat  head  nails  have  been  left  in  the  wall. 
Peeling  above  the  fireplace  reveals  wood  and  plaster  with  evidence  of  hair 
in  it. 


Ceilieg 


The  ceiling  appears  to  be  original  plaster  on  hard-split  lath, 
extensive  water  damage  and  the  plaster  has  begun  to  peel. 


There  is 


There  is  one  door  in  the  north  wall,  door  209-1.  It  is  mortise  and  tenon 
construction  with  six  panels.  A  section  is  missing  on  the  bottom.  There  is 
a  ghost  mark  from  a  previous  lock.  There  are  four  to  five  nail  holes  on  the 
middle  section  and  the  top  between  panels.  There  are  gashes  in  the  wood. 
The  door  has  H/L  hinges  with  12  wrought  nails  and  leather  washers  that 
are  older  and  perhaps  brought  from  the  main  house. 


Windows 


Fireplace 


MamteS 


The  windows  are  replacements,  two  over  two  panels  with  modern  shutter 
latches  on  the  exterior  sill. 


The  interior  width  of  the  fireplace  at  its  top  is  T  1 1  Vi\  and  it  splays  to  3' 
wide  at  the  bottom.  The  interior  height  is  2'  7  Vz\  with  an  iron  lintel  that 
is  14"  thick.  There  is  a  plaster  ghost  on  the  brick  around  the  mantel.  There 
are  holes  in  some  of  the  bricks  without  a  pattern,  perhaps  nail  holes,  and 
there  is  no  evidence  of  a  nailing  block.  The  mortar  on  the  inside  of  the 
fireplace  is  a  brighter  orange  than  the  mortar  on  the  facing.  The  mortar  is 
chipped  and  missing  on  the  right  side  of  the  fireplace.  There  is  no  mortar 
in  the  splay  joints.  The  mortar  in  the  hearth  is  gray.  The  bricks  in  the 
facing  of  the  fireplace  are  a  uniform  orange  color,  the  bricks  in  the  hearth 
have  purple  introduced  to  red.  The  bricks  in  the  back  of  the  fireplace  are 
charred  very  black.  There  is  a  hole  in  the  back  of  the  fireplace. 


There  is  dentil  molding  missing  two  dentils  above  the  fireplace.  There 
appears  to  be  a  separate  board  nailed  to  the  top  of  the  molding.  The  panel 
inside  the  molding  is  4'  5  Vz"  wide  and  8  i4"  high.  There  are  visible 
circular  nails.  The  molding  surrounding  the  fireplace  is  falling  away  from 
the  wall  at  the  top. 


The    original    roof    framing    is    still    in    place    above    the    ceiling. 
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Joists 

Joists  of  3.5"  x  8"  running  E-W  are  mortised  into  a  N-S  girt  of  8"  x  8"  just 
off-center  to  the  east.  One  peg  for  each  pair  of  joists  alternates  to  the  east  and 
west  on  every  other  joist.  The  joists  are  2'  on-center. 

Plate 

A  3.5  x  3.5"  plate  accepts  the  joists  in  a  lapped  fashion.  A  1.5"  x  7-8" 
false  plate  is  to  the  outside  of  the  plate.  All  lumber  is  pit-sawn  with 
wrought  nails. 

Rafters 

Rafters  of  3.5-4"  x  4-5"  are  aligned  with  the  joists  at  the  false  plate. 
The  rafters  are  mortised  and  pegged  at  the  ridge.  There  is  no  ridge  board. 

Collars 

Collars  of  3"  x  4"  are  lapped  and  nailed  to  the  joists. 

Sheathing 

Roof  sheathing  is  3/>"  thick  x  11-12"  wide,  pit-sawn. 
Three  periods  of  nails  can  be  seen:  wrought  rose-head  nails  that  would 
have  held  the  wooden  shingle  covering;  small  1.5"  cut  nails  and  larger  3" 
cut  nails.  The  smaller  cut  nails  are  a  L.N.  Type  6  b/c  (ca.  1828-1837)  or  8  be 
(ca.  1828-1847).  Larger  cut  nails  found  loose  in  the  addition  are  a  L.N.  Type 
8g  (ca.  1847).  This  would  lead  to  the  conclusion  that  the  roof  covering  of  the 
addition  was  first  put  on  ca.  1 828  (date  is  in  conjunction  with  the  addition's 
weatherboard's  nails)  and  the  main  house  roof  received  the  same  covering  at 
the  same  time.  The  entire  roof  then  received  a  replacement  covering  sometime 
after  1847.  See  Artifacts  photographs  for  nail  samples. 

Braces 

Irregular  braces  occur  between  the  joists  and  rafters  and  measure  2-2.5"  x 
4-4.5"  and  are  pit-sawn  and  held  with  wrought  nails. 

The  gable  end  walls  are  composed  of  2.5"  x  3.5"  studs  on  2'  centers  and 
resting  upon  a  4"  x  9.5"  plate.  On  the  south  end  8-8.5"  weatherboards  can 
be  seen  with  their  2-2.5"  lap  and  having  a  lA"  bead.  These  were  also  pit- 
sawn. 
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Addition  Attic 


Joists 


The  joists  are  4"  x  7"  on  2'  centers  running  the  full  east -west  span  of  the 
addition.  Framing  in  the  addition  is  both  pit-sawn  and  sash-sawn  and  with 
wrought  and  cut  nails  (these  need  to  be  examined  more  closely  to  see  if  they 
are  hand-headed  and  like  those  of  the  weatherboards.  The  framing  methods  of 
the  addition  are  similar  to  those  of  the  main  house's  attic. 


Rafters  are  3"  x  4"  and  align  on  the  false  plate  with  the  joists.  RafteTS  are 
lapped  and  pegged  at  the  ridge.  There  is  no  ridge  board. 


Collars  are  2.5"  x  3.5"  and  are  lapped  and  nailed. 

Sheathing 

Roof  sheathing  is  %"  x  8-9"  and  pit-sawn.  The  roof  covering  nails  still 
protruding  through  the  sheathing  are  1.5"  and  3",  corresponding  to  periods 
2  and  3  of  the  main  house  roof  (see  discussion  above  in  Main  House  Attic). 
|  The  sheathing  needs  to  be  examined  again  to  determine  whether  the  short  cut 

nails  are  first  or  second  period  for  the  addition.  The  smaller  nails  would 
indicate  a  latter,  second  period  covering  of  tin. 

Shingles 

Remnants  of  square  butt  wooden  shingles  can  be  found  in  the  addition 
attic.  A  short  piece  of  a  round  butt  shingle  found  in  this  attic  near  the  main 
house  is  probably  from  the  first  period  main  house  wooden  shingle 
covering  (See  Artifacts  photographs). 
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Mortar,  Plaster  and  Paint  Analysis 


Mortar  Analysis  Room  107 

To  determine  if  the  closets  in  Room  107  were  original,  three  samples  were  taken 
for  comparison:  one  from  the  cast  wall  of  the  basement/foundation  below  Room  107.  one 
from  the  south  side  (exterior)  of  the  chimney,  and  one  from  the  east  side  of  the  chimney 
(interior).  Upon  visual  analysis,  both  chimney  mortars  were  very  red  in  color  and  seemed 
to  have  similar  composition,  although  the  wall  mortar  appeared  lighter  in  color  with  more 
flakes  of  white.  After  chemical  analysis,  however,  it  was  determined  that  the  cast  wall 
mortar  and  the  east  chimney  mortar  had  similar  composition  ratios.  The  dissimilarity  of 
the  south  mortar  could  have  been  caused  by  the  weathering  of  the  exterior  surface. 

Plaster  Analysis  Room  107 

The  plaster  from  inside  Room  107  was  compared  with  the  plaster  from  the  closet 
in  order  to  determine  if  the  closet  plaster  was  original.  Upon  visual  and  chemical 
analysis,  the  composition  ratios  were  very  similar. 


Mortar/Plaster  Analysis  Room  204,  209 

Mortar  Sample:  (Parging) 

204  compared  to  209:  The  percentage  of  the  pass  was  similar.  The  fines  from  204 
were  lighter  and  more  brown  with  less  hair.  209,  however,  was  slightly  redder 
and  contained  more  hair.  They  are  different;  the  Munsell  color  was  not  the  same. 
The  sands  look  very  similar  in  texture,  although  the  color  of  209  is  slightly  redder. 
The  Musell  color  was  the  same. 

204=  48%  lime;  209=  42%  lime.  The  two  samples  have  similar  lime 

content. 

Plaster  Sample: 

204  compared  to  209:  The  percentage  of  pass  was  vastly  different.  The  fines  are 

different  with  grayer  fines  from  the  plaster  board  209  was  clay  with  both  hair 

and  a  reddish  coloring.  The  Musell  was  different.  The  sands  for  209  were  similar 

to  the  sands  in  the  mortar  sample  for  that  room.  The  sands  from  204  did  not  tend 

to  break  up.  There  were  also  large  particles  unaffected  by  the  acid.  The  Munsell 

was  different. 

204=  44%  lime;  209=  35%  lime.  There  was  a  greater  difference  in  lime  content. 


Mortar  Analysis  Basement  Wall 

Mortar  comparison  of  the  thin  and  thick  areas  of  the  basement  west  walL 

The  fines  in  both  areas  are  the  same  color.  However,  the  thick  area  sand  is  more 
red  than  that  of  the  thin  area.  The  sand  from  the  thin  area  is  brown  in  color.  The 
thin  area  mortar  is  from  a  later  period. 
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Mortar/  Plaster  Analysis 


Fines 

Red 

Brown 

204  Mortar 

X 

209  Plaster 

X 

209  Mortar 

X 

107  Chimney/Mortar  (South) 

X 

107  Wall  Mortar  (East) 

X 

107  Plaster  (Right  of  East  Door) 

X 

107  Plaster  (Right  Closet  Low) 

X 

Basement  West  Wall  Mortar 

X 

(Thick  Area) 
Basement  West  Wall  Mortar 

X 

(Thin  Area) 
206  Plaster 

X 

Sands 
Red  Brown 

X 
X 
X 
X 
X 
X 
X 
X 

X 
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Paint  Analysis 


Color  from 

oldest  to  most 

recent 

Room  201 

Room  204 

Room  205 

Room  205 

Room  209 

west  wall 

top  of  entry 

east  wall 

interior  side  of 

south  wall 

chair  rail 

door-  interior 

chair  rail 

entry  door 

plaster  (P5) 

(PI) 

(P2) 

(P3) 

from  Room 
201  (P4) 

1 

Blue-gray 

Blue-gray 

Blue -gray 

Blue 

Mustard  vellow 

2 

White 

Uneven 
brown 

Uneven 
brown 

Gray 

Green 

3 

White 

White 

Taupe 

4 

White 

Colors  from  oldest  to  most 
recent 

Room  104 

upper  tier  of  mantle 

Sample  D104-3 

Room  104 

upper  tier  of  mantle 

Sample  D 104-2 
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Blue-gray 

Black 

2 

Black 

Brown 

3 

Tan 

Black 
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Off-white 

Beiae 
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Beige 

Black 
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Off-white 

Off-white 

7 

white 

Beiae 
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White 

Liaht  areen 
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Beiae 

10 

White 

11 

Grayish-white 

12 

13 
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Type  of  Sample:      \\  Q{~~T&.C 
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Mortar/Plaster  Analysis 

Job:        \  O^Cnlorrs 

Type  of  Sample:     hl^£j^&C 


Sample  Location^  S\  cW     <^m^C    iJAcWr    O  d  A  iM  GC\ 


Sample  wgt  (total)    Q>  S  ■  O  <\ C  l  C^~) 

Test  Sample  wgt:     °^  !   'Q  f\ 

Test  Sample  Color  (Munsell):  <^/  K        3j— ? 

Filter  Paper  wgt:         I  i5>  <Q 

Wgt  Soluble  Lime:      XL!  M       grams  =         ^tS>^      % 


S  '  I      Xk/^  Sand:     ^Q^^™  =  ^"^.5   %      Color  Sand  (M):7.^  YfZ      VH 
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Mortar/Plaster  Analysis 
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Type  of  Sample:      M^C-W^C" . 

Sample  T-nratintrP  S  C  d  Q.      fsP      O^^j       L^kC 

Sample  wgt  (total)- 

Test  Sample  wgt:     0*   *2.  lLq  H 

Test  Sample  Color  (Munsell):    f>  Vff ^2 

Filter  Paper  wgt:    '    '  ^  S 

Wgt  Soluble  Lime:     >(  /,    T   grams  =        J2>&  •  "f % 

^  )3>              O/Wgt  Sand:     §  lHA  grams  =    ^3      %      Color  Sand  (\fl:  5"7R    3j  & 
O^T~g"                Wgt  Fines:    3JJJ     grams  =     14  /^    %      Color  Fines  (M):  5V2      C*/g 
[5,,(c  %  Fines  in  Sand: 
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Mortar/Plaster  Analysis 

Job:  -TUSCULUM 


Type  of  Sample:     MofiTAR 
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Sample  wgt  (total)  ' CLL 1 

Test  Sample  wgt:  — — r 
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Mortar/Plaster  Analysis 

Job:      To^coujfw 


Type  of  Sample:      Mj&BT&ft> 

Sample  Location:     £>a.sem.E^t  ;  Wesn"  Wail  (t^ick-  /\R,eaTc  left; 


l\.^b5 


Sample  wgt  (total)- 

Test  Sample  wgt:  — lC)-'2^ 

Test  Sample  Color  (Munsell):  fiff: ^Jk 

Filter  Paper  wgt:        !  -^  a 

Wgt  Soluble  Lime:     2.5>S       grams  =  ^S 


Wgt  Sand:  S-  fe      grams  55     %      Color  Sand  (M):  5^  s/k 

Wgt  Fines:  -^_,  i       grams  ^.p     %      Color  Fines  (M):  2.S^   e/c 

%  Fines  in  Sand:  'S>o7° 
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12.7. 
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Mortar/Plaster  Analysis 


Job:      "Th£c 
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Type  of  Sample:       p\a4-lt- 


Sample  Location:      focyw  t^W     obo^tL    h\oLl-3 

Sample  wgt  (total) — l5'65^ 

Test  Sample  wgt:  — &  ^3 


Test  Sample  Color  (Munsell):     ^^-  1°^    $3 


Filter  Paper  wgt: 
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^^ 
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Wgt  Fines :     2£_  grams  =  ,j?q  %      Color  Fines  (M) :  \\u  JSYj  OH 

%  Fines  in  Sand:  39 
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6£% 


77X 


Notes:  -pj^    SAwylt    >S   orfcUXL    ertyd    f[^r    A 


) 


if  ;i- 


(^     tAj2W 


^     Ad^     J&     4&X-    ^d/^ 


c^^      a^- 


4L_   porcL    (/o6  4  tef), 


pj__S      /jltnya  Becker 


> 


Mortar/Plaster  Analysis 


Job:  Jm$£yMUa& 


Type  of  Sample:    pj/j^hz 


Sample  Location:      fcVn  :XQ4-    AggZ  q.  !ms>L  ZsLl  ok  da  *-&d 

Sample  wgt  (total) — ^'^J — 

Test  Sample  wgt:     p-.9cf 


Test  Sample  Color  (Munsell): 
Filter  Paper  wgt:      SU  (n  q 


'/?       7/4 


hk 


\-  (2.°!5-r  o)-_ ^.q^Wgt  Soluble  Lime:      H^.  Q-Z    grams  = 

Wgt  Sand:  ~-^h-^-    grams  =    3Q  fca  Color  Sand  (M):   7,^''^     fo/3 

5.0  v 

Wgt  Fines  L_q^__      grams  =    3g  %^Color  Fines  (M):  7  ^  fP       /n/^ 

;:J. TJT  %  Fines  in  Sand:       ^ g 


Screen  Sand 

#8 

#16 

#25 

#50 

#100 

#200 

Pass 

Notes: 

,^/ud 

&&# 

Wgt  (remaining) 

J 

U 

.  \S 

_4£ 


%  Pass 


/.  H-K 


^2£ 


Cey^jL^ 


Q3  ^ 


q7^ 


3.5  * 


•7*  <* 


^1    ^ 


•^fcvcu^ 


ia  f^rc^jL  onJW^  , 


5-  3  S".^.    -  £,0 


—  -;  oc:  =    cc 


■<s«~  '.  - 


*  5  ' 


FL-H 


2  3i  1s-» 


Mortar/Plaster  Analysis 

Job:   TM§S^!LLMJh 


Type  of  Sample:     IM  CT£/^L  ?      /n  #7  r>>  A  ?      ^/°o/'T^,^l 
Sample  Location:    $f\fdS      £",     W/\LL       ^M^/SCOT 

Sample  wgt  (total) — ^'  T 

Test  Sample  wgt:  — =-2j 


2f>f  ;Zl'8? 


Test  Sample  Color  (Munsell): 
Filter  Paper  wgt:  '  • 


Wgt  Soluble  Lime: 


4,2- 


7.1, o&t 


% 


2  H  <  I  ~  1 1 5"  Wgt  Sand:       2-  g ,  ^  grams  7£  g  7  %      Color  Sand  (M): 


2. ,  I  -IS    Wgt  Fines:  0  ,  (g  grams  #2  .of  %      Color  Fines  (M):     7// 

.  o  z*  -r  2-2.  to    o/o  Fines  in  Sand.       ,  z  fr  s-  % 


Screen  Sand 


<=>  -1/2. 


<M    '***     #16 

9.  Z-/^£"     #50 

7>,0  -I--'     #10° 
^(S-6_f.2L<     #200 
\^S       -^\.Vo  Pass 
Notes: 


> 


Wgt  (remaining) 


3.5S 

C.^o 

7  7S 

/.75 

MS 

0,70 

K-3 


Mortar/Plaster  Analysis 

Job:       TOSCULU^   


Type  of  Sample:     "^Lf^oTcfc-      Q: 

/     _  ~~  - 

Sample  Location:   ^^fe>0^    j-tgj      ^<^j^£l     '^/y 

■Sfb 
Test  Sample  wgt:  — 


Sample  wgt  (total) -^ — — — ^-^r 


Test  Sample  Color  (Munsell): ±1^j_g^_±jjj 

Filter  Paper  wgt:  I   ■-  .  J  *3 

Wgt  Soluble  Lime:       £  '  grams  =      <g(  ]        % 

Wgt  Sand:      &£k     grams  =   jp  A         %      Color  Sand  (M):   ^isSfe,  ?/  <p 
Wgt  Fines:        jg        grams  =     I  5  %      Color  Fines  (M):  5y£     5"  / G; 

%  Fines  in  Sand:         ^3 


Wgt  (remaining)         %  Pass 

D  too  % 


Screen  Sand 

#8 

#16 

1,  JL 

#25 

#50 

5.^ 

#100 

I  5.  c\ 

#200 

5  A 

Pass 

\.q 

Notes: 

0 

*a 

4. 

-  #> 

14, 

* 

3 

.* 

,# 

OOlc 


QR°L 


7g% 
I  I  7. 


PL-2 


Mortar/Plaster  Analysis 

Job:  TuS  C  O  L  U^ 


Type  of  Sample:       "P'LP^TE  6L     C  £y 


Sample  Location:     ^CXDlA  X-OJ-   WAllCj^^  6^£tXO^ 

Sample  wgt  (total) ^'  ?    S 

Test  Sample  wgt:  ^^ — ^ 

Test  Sample  Color  (Munsell):    ±^.  yl£± iP 

Filter  Paper  wgt:    I   M  r  0 

Wgt  Soluble  Lime:        t.  3     grams  =  °^S % 

Wgt  Sand:     /  5,  g    grams  =     5^i        %     Color  Sand  (M):   ^.WC    "/u 
Wgt  Fines:     5  ■  l»      grams  =       I  g         %      Color  Fines  (M): !?-,  5  V/~   5 //  r 
%  Fines  in  Sand:  c«o 


Screen  Sand 

#8         4  (Q 
#16         g,0 
#25          0,S 
#50            ^  >\ 
#100          J5TV^ 
#200           3^ 
Pass             \  0  °\ 
Notes: 

Wgt  (remaining) 

\  ,1 

\  .3 

v*> 

V\ 

M.O 

\.1 

%  Pass 


^S% 


~7L  H 

a  / 

ip5 

en 

45"?. 

&o 

er~. 

Q 

f  0 

?L  - 


Mortar/Plaster  Analysis 

Job:     Z±l^±±22  


Type  of  Sample:  _gj 


Sample  Location:     ^~m  zph  ,  ^<^f2-£±£g}  oe.<-->-  -v<=  £■  ^pjaa. 
Sample  wgt  (total)- 


\u.Ht^ 


\o< 


Test  Sample  wgt:  ^ 


Test  Sample  Color  (Munsell):   ~'-5"^  2Jj 

Filter  Paper  wgt:      1  Eg 

Wgt  Soluble  Lime:      ^j  grams  =  m-m %     lay  (^.v-*-.6j 

Wgt  Sand:     5.\  grams  =      5 ;  %  Color  Sand  (M):  i-gy  ~h 

Wgt  Fines:      .  5  grams  5  %  Color  Fines  (M):  ~  ■5^  u>| , 

%  Fines  in  Sand:    ^  ■  ?  7„ 

Screen  Sand  Wgt  (remaining)  %  Pass 

#16  j_oq 

#25  ,5^ 


#50 

#100 

#200 


■  b?ft 

■  5  A 


*2T~\~is 

\%   °lc 

O>alo 

-Vr- 

+cc 

Pass  ;  La. 

Notes: 


M-\ 


Mortar/Plaster  Analysis 


Job: 


Type  of  Sample: 


Y—y~i-i^*"-*-0-*- 


Sample  Location:  "^rn  Zqm-  V-cCT-sig.e.  •ytxr-^ro  oc  gu-goiQCj 
Sample  wgt  (total) '■ — % 


Test  Sample  wgt: 


-% 


Test  Sample  Color  (Munsell):  _2_2±t 
Filter  Paper  wgt:         -z"  ^^ 


Wgt  Soluble  Lime:  "*         grams  = 

Wgt  Sand:    g  g         .grams  =     35 
Wgt  Fines:     g  ■  g        grams  =       ■  ~i 


-H? 


%      Color  Sand  (M^ 


%      Color  Fines  (M): 


%  Fines  in  Sand:       ^q"^ 


Screen  Sand 

#8 

#16 

#25 

#50 

#100 

#200 

Pass 

Notes: 


Wgt  (remaining) 

— ^ — 

I  .  '2-£3 


%  Pass 


~tg\ 


<3L*°f 

SH-'i 

'=. 

(i?-H-c 

I  c? 

IS", 

!o 

-fr-cce- 

VL 


Mortar/Plaster  Analysis 

Job:     To  SCO  LP  tw 


Type  of  Sample:    PLkVTEg. 


Sample  Location:    R.c£>t\A  ~l^\c  -  EA^T  VMA,LL    (wl^e- c>nxi<-  >-a.il  rneA'-  wi'n^owj 

Sample  wgt  (total) IQb^j 

Test  Sample  wgt:  "T"~1^ 


Test  Sample  Color  (Munsell):    7y — l/k 

Filter  Paper  wgt:        I  -^  a 

Wgt  Soluble  Lime:     I  •  ^5        grams  =      2.1        % 

Wgt  Sand:       6>.  1        grams  UU     %      Color  Sand  (M);  l.Sy    "?/3 

Wgt  Fines:         |  grams  = IS      %      Color  Fines  (M):  Svr    s/u 

%  Fines  in  Sand:  2D  7= 


Screen  Sand  Wgt  (remaining)  %  Pass 

#8  .Q^q  ^7c 

#16  ■I'oq  ^7. 

#25  AS  q  ^7. 

#50  l.O^Q  1^7r 

#1°°  2o  35>7. 

#20°  dj  L^ 

Pass                          -^°\  1  /. 

Notes: 


>AKfLE       ,2  c-  ^  '    M.-Z 


Mortar/Plaster  Analysis 


Tnh-     Tu-Sci_t.ii~u-«o 

Type  of  Sample:  r-ncr-+eu- 

Sample  Location: 

"&co  Zoq  -Pi  rep  \j3.cc_ 

1  .ffllS  cy 

■ 

u,ic\ 

Test  Sample  Color  flV/TimoAiiv     ~1  ,tS"  ^ 

lu, 

Filter  Paper  wgt:    . 

\..<5c^ 

Wgt  Soluble  Lime: 

■'+2-        grams  = 

^2                    % 

Wgt  Sand:      ©  ■  2 

grams  =      -+*% 

%     Color  Sand  flVT):  i-«o^r-  uk 

Wgt  Fines:      ,  1 
%  Fines  in  Sand: 

Screen  Sand 

#8 

grams  =       1 0 
Wgt  (remaining) 

%      Color  Fines  (M):    5Mr   51? 
%  Pass 

#16 

J 

^§■7, 

#25 

^i-0!,, 

#50 

■1^ 

117= 

#100 

\  .1^ 

1^  7. 

#200 

.la 

a  \,-vkcl 

Pass 

i-racc 

Notes: 

O 

Mortar/Plaster  Analysis 


Job:    "^sc^-i 


Type  of  Sample:  -piaa^-e^- 


Sample  Location:  ~~goo  Zcg 


Sample  wgt  (total)- 


\^.ij. 


&. 


Test  Sample  wgt:  — -^-= 


Test  Sample  Color  (Munsell):     "^"T  "* 


Filter  Paper  wgt: 


^_ 


Wgt  Soluble  Lime:       2  -2        grams  = 


5£ 


Wgt  Sand:    ^J4         grams  =     5a          %      Color  Sand  (M):  ]  -5Mr   ^5 
Wgt  Fines:     ; , ; grams  =      i  5 %      Color  Fines  (M):  n.g^r  U|L 


P£.-2. 


%  Fines  in  Sand: 


237* 


Screen  Sand 

#8 

#16 

#25 

#50 

#100 

#200 

Pass 

Notes: 


Wgt  (remaining) 
c 

— ^ — 
— % — 


1.5 


4- 


■  q^ 


3 


%  Pass 

ICO'/, 


^fractL- 


'    ;>&3  '"--/-*. '7-?.    "-*  :v---- -.'->•--- 


>AI*\PLS      ,Sa-IU"S> 


r(2,uT    ^OAiuS 


A-DO|T<*^ 


;.u,>;:-  TYPE   £«j 


n. 


*A>j«>...  A-T>?> 


Cur  Wail 


1 


A.P$>  \T'  DM.    w  EATWe  iCBdA£.&3> 

cur  . " t-w.  T^**6--    ^ : 


#v0».'     £AV<PC£  -   L.A4  . 


gtH   -/5      > 


Full.    ^>^LE 

C<5PY      o^r-     , 

*«¥fM 

mrli%~- ' 

■        .      *  ','IX 

:    I                    ■■■    - 

mm  - 

;    ;    ,;  y'.;'.V;;.7-:'|<' 

r^^irf#iiw 

mm 

■'  ^ . .  .,,    i > 

HSfljpv 

->--;";'-7^^M 

HR^  „>'.." 

HpT" 

« 

';    '     ,  J  l1  i  "' 

Be  - 

u 

■p!'. 

31  ' 

J!,|-;          >Jtf,     :     .      ■.!-'••'     ■- 

U;  ■ 

slfe  ■  ■ 

t:  .• 

kSw 

u'iH 

Mfflp                                            ^   „;., 

B|. 

1   8  i 

HF?'""""'  •■* 

-vw 

B^ 

9    '^B 
3    £ 

R&9 

gg  a 

<£"£ 

•  —  .^taBB 

■P- 

UJ  ■*- 

K'to 

IpWl 

t ill 

i 

B  ■'" 

\A  .« 

■ .-             -*^_-.< 

-- ^ 


AWi  F^OT' 


1 


0. 


£3 


t 


A-        j,- 

^       .1. 

z  m 

0 

e 

A-  ' 
.:0    ■ 

O  •  a 


mM 


y 


■set. 


, 


K>  c_  u  -  'Z 


'_-  '  J>  l  ' 


■  £"  <£      r?ziC  V  /  ^"'-•,  "S 


fZ-<J  -        cr 


^ 


■      :■..■■■  ■ 


23281382    1  J 

82/24/04  MHB     % 


